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–   Possible special versions:
(See page 12)

     - Protection against moisture
     - Protection against salt fog
     - Type of protection: IP 54

AC centrifugal fans
Series RL 90    121 x 121 x 37 mm

max. 42 m3/h

Type                               m3/h       CFM         VAC            Hz            Bel(A)                       /         Watts            rpm                    °C             Hours     Hours

RL 90-18/50                     40         23,5          230          50               5,6                          /            20,0           2 450              -10...+50         37 500 / 30 000            ➀           

RL 90-18/56                     40         23,5          230          50               5,6                          /            20,0           2 450              -30...+70         37 500 / 20 000            ➀           

RL 90-18/00                     42         24,7          115          60               6,0                          /            19,5           2 550              -10...+60         37 500 / 25 000            ➁           

RL 90-18/06                     42         24,7          115          60               6,0                          /            19,5           2 550              -30...+85         37 500 / 15 000            ➁
Subject to alternations                     

–   Material:                    Spiral housing: GRP1) (PBT)
                                   Impeller: GRP1) (PA)
                                   Housing base: Steel plate

–   Direction of air flow:  Centrifugal: Air outlet via
                                   window in housing

–   Direction of rotation:  Clockwise, seen on rotor
–   Connection:                Via 2 single wires; housing

                                   base with flat plugs
                                   6,3 x 0,8 mm for protective
                                   earth conductor

–   Highlights:                  forwards-curved impeller
–   Mass:                          680 g

1) Fibreglass-reinforced plastic
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Nominal data

    Fan type                                         Lead wires               

    RL 90-18/50       RL 90-18/00        AWG 18, TR 32

    RL 90-18/56       RL 90-18/06        AWG 22                    
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–   Possible special versions:
(See page 12)

     - Protection against moisture
     - Protection against salt fog
     - Type of protection: IP 54

AC centrifugal fans
Series RG 90    135 x 135 x 38 mm

max. 54 m3/h

–   Material:                    Spiral housing: GRP1) (PBT)
                                   Impeller: GRP1) (PA)
                                   Housing base: Steel plate

–   Direction of air flow:  Centrifugal: Air outlet via
                                   window in housing

–   Direction of rotation:  Clockwise, seen on rotor
–   Connection:                Via 2 single wires AWG 22
–   Highlights:                  forwards-curved impeller
–   Mass:                          560 g

1) Fibreglass-reinforced plastic

Type                                   m3/h       CFM         VAC            Hz            Bel(A)                       /         Watts            rpm                    °C             Hours     Hours

RG 90-18/50                         54            32           230          50               5,8                          /            22,0           2 200              -30...+60         35 000 / 22 500            ➀

RG 90-18/56                         54            32           230          50               5,8                          /            22,0           2 200              -30...+60         35 000 / 22 500            ➀

RG 90-18/00                         47            28           115          60               6,2                          /            22,0           1 900              -30...+65         35 000 / 20 000            ➁

RG 90-18/06                         47            28           115          60               6,2                          /            22,0           1 900              -30...+65         35 000 / 20 000            ➁
Subject to alternations

Nominal data
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–   Possible special versions:
(See page 12)

     - Protection against moisture
     - Protection against salt fog
     - Type of protection: IP 54

AC centrifugal fans
Series RG 125    180 x 180 x 40 mm

max. 94 m3/h

Type                               m3/h       CFM         VAC            Hz            Bel(A)                       /         Watts            rpm                    °C             Hours     Hours

RG 125-19/56                  86            51           230          50               5,8                          /            20,0           2 550              -30...+70         37 500 / 20 000            ➀           

RG 125-19/06                  94            55           115          60               6,0                          /            19,0           2 750              -30...+80         40 000 / 15 000            ➁
Subject to alternations                    

–   Material:                    Spiral housing: GRP1) (PBT)
                                   Impeller: GRP1) (PA)
                                   Housing base: Steel plate

–   Direction of air flow:  Centrifugal: Air outlet via
                                   window in housing

–   Direction of rotation:  Clockwise, seen on rotor
–   Connection:                Via 2 single wires AWG 22
–   Highlights:                  backwards-curved impeller
–   Mass:                          850 g

1) Fibreglass-reinforced plastic
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Nominal data
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–   Possible special versions:
(See page 12)

     - Protection against moisture

AC centrifugal fans
Series RG 160    220 x 220 x 56 mm

max. 223 m3/h

–   Material:                    Spiral housing: GRP1) (PBT)
                                   Impeller: GRP1) (PA)
                                   Housing base: Steel plate

–   Direction of air flow:  Centrifugal: Air outlet via
                                   window in housing

–   Direction of rotation:  Counter-clockwise, seen
                                   on rotor

–   Connection:                Via 2 single wires AWG 18
–   Highlights:                  backwards-curved impeller
–   Mass:                          1,7 kg

1) Fibreglass-reinforced plastic

Type                                   m3/h       CFM         VAC            Hz            Bel(A)                       /         Watts            rpm                    °C             Hours     Hours

RG 160-28/56S                   202          119           230          50               6,6                          /            47,0           2 750              -30...+70         30 000 / 15 000            ➀

RG 160-28/06S                   223          131           115          60               6,9                          /            50,0           3 050              -30...+80         27 500 / 12 500            ➁
Subject to alternations

Nominal data

tin-plated

Guard grilles
from p. 238
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–   Possible special versions:
(See page 12)

     - Protection against moisture
     - Protection against salt fog
     - Type of protection: IP 54

AC centrifugal fans
Series RER 125    138 Ø x 40 mm

max. 115 m3/h

Type                               m3/h       CFM         VAC            Hz            Bel(A)                       /         Watts            rpm                    °C             Hours     Hours

RER 125-19/56              104           61           230          50               6,2                          /            19,0           2 600              -30...+60         37 500 / 22 500            ➀           

RER 125-19/06              115           68           115          60               6,5                          /            18,0           2 850              -30...+70         40 000 / 20 000            ➁
Subject to alternations                    

–   Material:                    Spiral housing: GRP1) (PBT)
                                   Impeller: GRP1) (PA)
                                   with steel plate reinforced

–   Direction of air flow:  centrifugal
–   Direction of rotation:  Clockwise, seen on rotor
–   Connection:                Via 2 single wires AWG 22
–   Highlights:                  backwards-curved impeller
–   Mass:                          500 g

1) Fibreglass-reinforced plastic
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Nominal data

The air flow and noise level of fans without
external housing depend on the installation
conditions. The stated air flow and noise
levels have been measured under the 
following conditions:
Centrifugal fan mounted on a
base plate 220 x 220 mm.
Cover plate 220 x 220 mm with an air inlet of
Ø 86 mm, concentric to the impeller.

tin-plated

Guard grilles
from p. 238

Inlet nozzles
from p. 248
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–   Possible special versions:
(See page 12)

     - Protection against moisture

AC centrifugal fans
Series RER 160    176 Ø x 54 mm

max. 274 m3/h

–   Material:                    Spiral housing: GRP1) (PBT)
                                   Impeller: GRP1) (PA)
                                   with steel plate reinforced

–   Direction of air flow:  centrifugal
–   Direction of rotation:  Counter-clockwise, seen

                                   on rotor
–   Connection:                Via 2 single wires AWG 18
–   Highlights:                  backwards-curved impeller
–   Mass:                          1,0 kg

1) Fibreglass-reinforced plastic

Type                                   m3/h       CFM         VAC            Hz            Bel(A)                       /         Watts            rpm                    °C             Hours     Hours

RER 160-28/56S                 234          138           230          50               6,6                          /            45,0           2 800              -30...+60         30 000 / 20 000            ➀

RER 160-28/06S                 274          161           115          60               6,8                          /            46,0           3 250              -30...+70         30 000 / 15 000            ➁
Subject to alternations

Nominal data

The air flow and noise level of fans without
external housing depend on the installation 
conditions. The stated air flow and noise 
levels have been measured under the 
following conditions:
Centrifugal fan mounted on a
base plate 260 x 260 mm.
Cover plate 260 x 260 mm with an air inlet of
Ø 100 mm, concentric to the impeller.

tin-plated

Guard grilles
from p. 238

Inlet nozzles
from p. 248
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