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Everything that you need for your fan. ebm-papst provides an extensive

range of accessories for optimum fan operation: From temperature

sensing for speed-controlled fans to finger guards of all types, connecting

cable, filter, screens, spacers and assembly parts. In addition to the

accessories and assembly parts listed in this catalogue, ebm-papst also

supplies numerous special parts for fan operation. The sales experts at

ebm-papst will be happy to assist you in your enquiries concerning fan

assembly and application. 

From selection to accessories: Insist on the efficient and reliable service

provided by ebm-papst.
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Guard grilles

–   Material:  Zinc-plated or nickel-plated steel wire
–   Note:        Safety grille in line with DIN EN ISO 13857 (previously EN 294).

                Additional safety grilles that do not meet DIN EN ISO 13857 can be delivered
                on request.
                Our safety grilles are designed specifically for use with ebm-papst fans.
                They combine the highest degree of safety with minimum effect on operating
                noise. Please note that safety-relevant clearances cannot be guaranteed
                when using safety grilles from other manufacturers.

LZ29-1 Fan size 40 x 40
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+0,3

+0,5
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±
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LZ28-1 Fan size 60 x 60

82,5

82
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4,3
0,2+
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40 1+

2

4,7
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LZ23-1 Fan size 92 x 92

2

4,7

0,3+

1+

71,5

71
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4,3
0,2+
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40 1+

LZ32-4 Fan size 80 x 80

42

4,8

1,8

4
2

4
,5

LZ31 Fan size 50 x 50

400                                LZ29-1

420 J                             LZ29-1

500                                LZ31

600                                LZ28-1

3000                                LZ23-1

8000                                LZ32-4 / LZ22-2

9000                                LZ30-4 / LZ 30 / LZ 30-3

4000                                LZ30-4 / LZ 30 / LZ 30-3

                      Fan series                       Guard grilles

5100                                LZ25

5600                                LZ25

5200                                LZ35

5300                                LZ53

5900                                LZ35

7000                                LZ36

6300                                LZ37

6400                                LZ38

Fan series                       Guard grilles

2200 F                             LZ22

DV 4100                           LZ30-4 Intake-/Outlet side

DV 5200                           LZ35    Intake-/Outlet side

DV 6300                           LZ37       Intake side

DV 6300                           LZ52       Outlet side

DV 6400                           LZ38       Intake side

DV 6400                           LZ39       Outlet side
Subject to alternations

Fan series                       Guard grilles
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LZ22-2 Fan size 80 x 80
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119 _1
51,5+1

2

4,7

+0,3

+1

10
4,

8

104,8

4,3
0,2+

LZ30-4 Fan size 119 x 119

4,3 5

3

+0,2 +1

±0,25

1
1

5

1
5

3
,5 ±

1±
1

LZ30 Fan size 119 x 119 LZ30-3 Fan size 119 x 119

70

13
6,

5
6,45 1+

5
0,2

+

124,5 0,2+

LZ53 Fan size 140 x 140LZ25 Fan size 135 x 135LZ35 Fan size 127 x 127

LZ36 Fan size 150 x 172 LZ37 Fan size 172 x 51 LZ38 Fan size 172 x 51

LZ39 Fan size 172 x 51 LZ52 Fan size 172 x 51

19
9,

5
18

6,
5

)
(

8,45

27,5

5

0,
5

10,2

+

++

148,5

LZ22 Fan size 200 x 51
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–   Material:  Zinc-plated or nickel-plated steel wire
–   Note:        Safety grille in line with DIN EN ISO 13857 (previously EN 294).

                The safety grilles detailed on this page are intended specifically for the ACmaxx /
                GreenTech EC compact fan ranges and are mounted on the pressure side.

51,5 4,7

2

4,
3

119

104,8

+1 +1

+0,3

+
0,

2

-1

1
0
4
,8

LZ30-9 Fan size 119 X 119

AC 8300 H             LZ32-4 Intake side  

AC 8300 H             LZ32-7 Outlet side

AC 3200 J             LZ23-1 Intake side  

AC 3200 J              LZ23-6 Outlet side

AC 4400 FN           LZ30-4 Intake side   

AC 4400 FN           LZ30-9 Outlet side

AC 4300                LZ30-4 Intake side   

AC 4300                LZ30-9 Outlet side

Fan series Guard grilles

ACi 4400              LZ30           Intake side  

ACi 4400              LZ30           Outlet side 

AC 6200 N            LZ37           Intake side

AC 6200 N            LZ37-2        Outlet side

AC 6100 N            LZ37           Intake side

AC 6100 N            *                  Outlet side

Fan series Guard grilles

* Outlet-side grilles on request

5
1
,5

1
6
2

Ø
158,9

4,3 6

2,5

±0,2

+
0
,5

±
0
,3

±0,5

LZ37-2 Fan size Ø 172 X 51

61
,1

0,
25

+

79
,8

0,
5

4,5 0,1+

12,9

6,3
0,3

0,3

+

+

71,5 0,2+

LZ32-7 Fan size 80 x 80

63
,789

4,5 0,1+

82,5 0,2+

7,3

LZ23-6 Fan size 92 x 92

Guard grilles



–   Material:  Steel wire, plastic-coated,
                 silver-metallic gloss
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78128-2-4039 Size 200 09418-2-4039 Size 250

W1G 200                          78128-2-4039

W2E 200                          78128-2-4039

Fan series                       Guard grilles

W1G 250                                09418-2-4039

W2E 250                                 09418-2-4039

Fan series                              Guard grilles
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–   Material: Steel wire

Guard grilles for centrifugal blowers with dual inlet

Part no. Size

83319-2-4039 097 (1)

    a             b             c

  96,0          3,5        71,0

09485-2-4039 097 (2) 114,0          3,5        88,0

09500-2-4039 133 / 146 145,0          4,0      122,0

(1) for D2E097-CH            (2) for D2E097-B*Subject to alternations

Coating

phosphated, plastic-coated in RAL no. 9005

phosphated, plastic-coated in RAL no. 9005

phosphated, plastic-coated in RAL no. 9005

–   Material: Phosphated steel wire, plastic-
coated, silver-metallic gloss

Guard grilles for centrifugal blowers with dual inlet (versions with EW motor)

Part no. Size

35000-2-4039 160

    a             b             c             d             e

182,0        12,0      144,0          2,4          4,5

Subject to alternations

Guard grilles
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–   Material: Welded grille made of galvanised
steel, frame made of tinned sheet
iron 0.4 mm thick

Guard grilles for centrifugal blowers with single inlet

Part no. Size

09489-2-4039 085 (3)

    a             b             c

  90,0        74,0        84,0

09490-2-4039 108 126,0      110,0      118,0

09494-2-4039 120 140,0      124,0      132,0

09492-2-4039 140 / 146 168,0      152,0      158,0

09503-2-4039 160 (4) 183,0      170,0      175,0

(3) 3 drilled holes staggered by 120°Subject to alternations

–   Material: steel wire

Guard grilles for centrifugal blowers with single inlet

Part no. Size

09603-2-4039 076 / 085

    a             b             c             d             e

101,0          6,0        79,0          4,3          8,0

98214-2-4039 108 120,0          3,5        88,0          4,3          8,0

25028-2-4039 140 / 146 162,0          8,5      139,0          4,3          8,0

17729-2-4039 160 175,0          3,5      139,0          4,6          7,0

Subject to alternations

(4) Size 160

Coating

plastic coated, silver-metallic gloss

plastic coated, silver-metallic gloss

galvanised, chromatised in blue

galvanised, chromatised in blue
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–   Material:   Fibreglass-reinforced plastic
–   Note:         Guard grille acc. to DIN EN ISO 13857 (previously EN 294).

Plastic grilles must not be used for the following models:
                      8200 JH3 / JH4
                      3200 JH3 / JH4
                      4100 NH5 - NH8

Only suitable for bore hole diameter 
¯ 4,3 - ¯ 4,7.

LZ30-5              A2                          119-0,5          105±0,2            6,5        50

LZ30-6              A4                          119-0,5          105±0,2            6,5        50

LZ33-1              A2                          127-0,5          113,5±0,2         6,5        50

LZ33-2              A4                          127-0,5          113,5±0,2         6,5        50
Subject to alternations  

Guard grilles    Mounting              B                 C                    D           E

LZ28-3              A3                       60-0,5         50,0±0,2       3,0 24

LZ32-2              A1                       80-0,5         71,5±0,2       7,0 34

LZ32-3              A3                       80-0,5         71,5±0,2       7,0 34

LZ23-2              A1                       92,5-0,5      82,5±0,2       6,5 46

LZ23-3              A3                       92,5-0,5      82,5±0,2       6,5 46

Guard grilles    Mounting            B              C                D E

LZ28-3 Fan size 60 x 60 LZ32P Fan size 80 x 80

LZ28-3 Size 60 x 60

LZ32-2 / LZ32-3 Size 80 x 80

LZ23-2 / LZ23-3 Size 92 x 92

LZ30-5 / LZ30-6 Size 119 x 119

LZ33-1 / LZ33-2 Size127 x 127

LZ30P Fan size 119 x 119

Guard grilles
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Guard grilles
for compact centrifugal modules

–   Material:    Fibreglass-reinforced plastic PA
–   Highlights:  Flame protection class in line with UL 94V-0

RG 190                             LZ46-1 133 9,0

RG 220                             LZ47-1 166 8,7

RG 225                             LZ48-1 158 8,7
Subject to alternations

Fan series                       Guard grilles a b
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Fan filter guard grilles

–   Material:  Filter guard LZ40 N: black, fibreglass-reinforced plastic with
                 inserted wire mesh LZ60.
                 Filter LZ60: stainless steel wire mesh
                 Mounting lug LZ40-1 for mounting

LZ40N Panel LZ40-1 Mounting lug LZ60 Coarse filter

4400 F

4400 FN

4300

4400

4100 N

Fan series DC

AC 4300                   

9900

4000 N

4000 Z
Subject to alternations         

Fan series AC          
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–   Material:  Grille cover: polycarbonate (PC) with matt finish
                 Mounting plate: wire mesh with black powder coating
                 Filter pad: white, synthetically joined fibres

–   Note:
Filter safety grille suitable for fitting on axial fan ranges in the following dimensions:
60 mm, 80 mm, 92 mm, 119 mm, ø 172 mm. All filter units fit directly on the mounting
holes on the fans.
Filter safety grille consisting of 3 parts: outer grille cover, inner mounting plate and
replaceable filter pad.
The filter pad can be replaced quickly and easily via a quick release on the grille cover.
The filter pads can be replaced even while the fan is running, as protection is provided
by the welded wire mesh.

A C

B

D

D

FF92 / FF 119 

Filter performance
The filter safety grille filters filter 75% of dust
particles with a size of 5-10 microns and can
withstand temperatures of up to 100 °C. Filter
class G3 in line with DIN EN 779.
Flame-retardant in line with DIN 53438, class
F1. With a clean mounted filter, a reduction of
air flow of 20-30% is possible.

A C

B

D

D

FF60 / FF80 

Fan size:                60 x 60 mm
                             80 x 80 mm

* Replacement filters only in packs of 5 pcs.

Fan size:                92 x 92 mm
                             119 x 119 mm
                             

A C

B

D

FF 172

Fan size:                Ø 172 mm
                             

FF60                                60 x 60 mm                      65           65        13,5        50,0                  RF 60

FF80                                80 x 80 mm                      85           85        14,0        71,5                  RF 80

FF92                                92 x 92 mm                    125         105        17,5        82,5                  RF 92

FF119                              119 x 119 mm                162         136        18,5      104,5                  RF 119

FF172                              ø 172 mm                      226         190        19,5      162,0                  RF 172
Subject to alternations

Protection filter              Fan size                           A             B             C             D                    Replacement filter*
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Fan                         Vers.          k                   m                 o                q                r1                  s                   t                   u No.:
RET 97            (S)        1                116,0               80,0               10,0              0,80             10,0               108,0              3x4,5                 – LZ 1000-097

RER 120          (P)       1                146,0               94,4               18,0              0,80             16,0               134,0              4x4,5                 126,0 LZ 1000-120

RER 133          (P)       1                129,0               87,0               13,0              1,00              8,0                118,0              4x4,5                 103,0 LZ 1000-133

RER 160          (S)       1                142,0              100,0               9,0               1,00              8,0                132,0              4x4,5                 – LZ 1000-160

RER 175 / 190 (P)       1                170,0              125,5              14,0              1,25             10,0               158,0              4x4,5                 146,0 LZ 1000-175

RER 220          (P)       2                252,0              155,0              21,0              0,80             22,0                  –                     –                    199,0 LZ 1000-220

RER 225          (P)       1                223,0              146,0              28,0              1,50             25,0               210,0              4x4,5                 196,0 LZ 1000-225
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Inlet nozzles
for centrifugal fans

–   Material:  Galvanised sheet steel

(P) = plastic, (S) = sheet steel

q

0

Ø
u

Ø
k

Ø
m

r1

t 5,56 x 60°

45°

4
x

9
0
°

118

4,3

24
5

Ø
s 2

4
2

Vers. 2Vers. 1
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Inlet nozzles for backward curved centrifugal fans

Part no. Size(1)     k            m            n             o             q            r1            r2            r3             s             t             u

96120-2-4013 120          (P)

Vers.

   1 146,0        94,4        —           18,0        0,80       16,0        —           —         134,0       4x4,5     126,0

Vers. 1

–   Material: Galvanised sheet steel

Inlet nozzles for forward curved centrifugal fans

Part no. Size     a             b             c             d             e             f              r             u

09588-2-4013 160

09576-2-4013 140 / 146

09572-2-4013 133

09569-2-4013 120

09566-2-4013 108

09563-2-4013 097 (1)

09560-2-4013 085 (1)

Vers.

   1

   1

   1

   1

   1

   1

   1 (2)

  92,0        63,4        84,0          6,0       3x4,2       0,80         6,8        —

116,0        80,0      108,0        10,0       3x4,5       0,80       10,0        —

129,0        87,0      118,0        13,0       4x4,5       1,00         8,0        —

142,0      100,0      132,0          9,0       4x4,5       1,00         8,0        —

150,0      112,0      142,0        12,0       4x4,5       1,00       10,0        —

170,0      125,5      158,0        14,0       4x4,5       1,25       10,0        —

185,0      130,0      175,0        17,0       4x4,5       0,75       12,0        —

(1) 3 drilled holes staggered by 120°        (2) only for 09588-2-4013Subject to alternations

Vers. 1

–   Material: Galvanised sheet steel

(1) Size with key for impeller material: (P) = plastic, (S) = sheet steel, (A) = aluminiumSubject to alternations
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Inlet nozzles
for centrifugal fans
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–   Material: Steel wire / sheet steel plate, plastic coated
in RAL no. 9005, black

–   Filter: Viledon filter type R: PSB / 29 OS
(according to DIN 24185)
Separation capacity: < 86 %
Efficiency: < 20 %
Dust binding capacity: 650 g/m2

Air filters for centrifugal blowers (with die-cast aluminium housing)

Part no. Size

95777-1-5171 108 / 120

Spare filter

95779-1-5171

    a             b             c             d             e

142,0        66,0        83,0    118-132   145,0

95778-1-5171 140 / 146 / 160 95780-1-5171185,0        74,0        91,0    158-175   185,0

Subject to alternations

Size

190

220

225

250

280

310

Dimensions

see corresponding product page

see corresponding product page

see corresponding product page

see corresponding product page

see corresponding product page

see corresponding product page

–   Material: Galvanised sheet steel

Inlet nozzles without measuring device for backward curved centrifugal fans

Part no.

09576-2-4013

09609-2-4013

96358-2-4013

96359-2-4013

28000-2-4013

31000-2-4013

    Vers.

       1

       2

       1

       1

       1

       1

Vers. 1 Vers. 2

Subject to alternations

Inlet nozzles / Air filter
for centrifugal fans
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Connection cables

–   Connection cable with moulded plug connection in varying lengths.
–   Wire end with core crimp sleeve, core-end sleeve or tin-plated.
–   Straight or angled plug.
–   For all fan types with pin 2.8 / 3.0 x 0.5.

LZ120                                     610                     0,5 mm2                     G                             C                        black/black                         2,8 x 0,5                    AC

LZ120-4                                2 000                     0,5 mm2                     G                             A                        black/black                         2,8 x 0,5                    AC

LZ120-5                                 380                     0,5 mm2                     W                            B                        red/black                            2,8 x 0,5                    DC

LZ120-6                                   610                     0,5 mm2                     W                            B                        red/black                            2,8 x 0,5                    DC

LZ120-11                              2 000                     0,5 mm2                     G                             A                        red/black                            2,8 x 0,5                    DC

LZ120-16                                 800                     0,5 mm2                     G                             B                        black/black                         2,8 x 0,5                    AC

LZ120-18                              4 000                     0,5 mm2                     G                             A                        black/black                         2,8 x 0,5                    AC

LZ126                                    1 000                     0,5 mm2                     G                             C                        black/black                         2,8 x 0,5                    AC

LZ127                                    1 600                     0,5 mm2                     G                             B                        black/black                         2,8 x 0,5                    AC

LZ130-1                                   610                     0,82 mm2                   G                             C                        black/black                         2,8 x 0,5                    AC *

LZ140                                       610                     0,73 mm2                   G                             B                        black/black                         2,8 x 0,8                    AC

Plug model                          L1 (mm)                  Leads                  Plug                   Leads end                 Lead colour            Receptacle for tabs        Application

Connection cable Straight plug (G)

Connection cable Angled plug (W)

1
2

7
,51
5

1
6
,5

11

22,5

31 L1

10

8
,51
6

±
0
,1

–
0
,5

4

7,5

20 L1+0,5

2

8
,5

±
0
,2

±
0
,1

4

3
,5

–
0
,2

5

68

5,5
8

–0,25

6

�
Ø

1
,5

Cor crimp sleeve Leads end A

10+5
–2

Tin-plated Leads end B

6

�
Ø

1
,5

Core end sleeve Leads end C

* UL-approved
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–   Design: Cable conforms to UL standards,
sealed plug.
Custom-built connection leads on
request.

Connection leads for energy-saving motors 115/230 VAC

Part no.

13060-4-1040

Subject to alternations

    a

   450

13061-4-1040  1500

Hose line, inner wire
(UL Style 2464/1061)
3 x AWG20 (approx. 0.5 mm2)

Lead tips

Connection leads (ESM) / Handheld Programmer

–   Easy speed programming

–   Battery operated

–   User-friendly navigation menu

–   Protective boot with kickstand

For Energy Saving Motor (ESM) based products

Part no.

CBC 000-AF08-01

Subject to alternations

Makes quick work of programming the two ESM selectable operating speeds. Eliminates the need for a personal computer, software, power adapter
and 2nd cable. Good for production line or field service use. Automatic shut-off function for an extended battery life. Mini-USB connector for uploading
software upgrades. Batteries, programming cable and operating manual included.
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Accessories

In addition to the accessories and assembly parts listed in this cata logue, ebm-papst also
supplies numerous special parts for fans. The sales experts at ebm-papst will be happy to
assist you in your enquiries concerning fan assembly and application. 

LZ212 LZ260/LZ261 LZ210

LZ370

Ø
6
,6

(2
x)

Ø
4

Ø
1
1

12

(2x) 0,5x45°

5
0
°

0,5

6,9 ±0,1 11±0,3

LZ550

Screw clip of stainless steel. 
For mounting fans with threaded 
pin 3.5 DIN EN ISO 1478 (7970).

Screw clip of hardened steel. For mounting 
fans with threaded pin 6-32 UNC and/or 3.5 
DIN 7970.

Temperature sensor for speed-controlled 
fan operation. Temperature range 30...50 °C.

Rubber anti-vibration mounts 
for fans with a hole ø of 4.3 ±0.2 mm and 
flange thickness of 3 - 5.5 mm.
For a carrier plate with a hole ø of 6.5 ±0.15 mm
and plate thickness of 1 - 2 mm.

Spacer of fibreglass reinforced plastic. For screw
mounting over both fan mounting flanges. 

8300                    LZ212 / LZ260

8400 N                 LZ261

3300                    LZ212 / LZ260

3400 N                 LZ261

9000                    LZ210

4000                    LZ210

4300                    LZ212 / LZ260

Fan series           Accessories 

5100                    LZ210

5600                    LZ210

5200                    LZ210

5900                    LZ210

7000                    LZ210

VARIOFAN             LZ370

Fan series           Accessories 
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1 Tacho white

0-10 V / PWM yellow Control input

Tach output

680 Ω

Temperature 
control module

50002-1-0174
50003-1-0174

Speed setting

PWM 1 - 50 kHz

Speed setting
with 
potentiometer

Full speed

           100% PWM  ->  n=max
 approx. 10% PWM  ->  n=min
         < 10% PWM  ->  n=0

safe start-up at
UNom - 30% as of 40% PWM

Speed setting

1 V - 10 V

          10 V  ->  n=max
approx. 1 V  ->  n=min
         < 1 V  ->  n=0

safe start-up at
UNom - 30% as of 4V Ucontr.

33 K 4.7 K

10 K
PWM

12 V 12 V

U

Speed display

Alarm

Controller

Counter

red

white

blue

Maximum ripple
± 3.5%

Tach output
pulses per revolution

GND

Isink max. 10 mA

47 V

Customer circuit

Notes on various control possibilities and their applications

Connection Fan

yellow

Lin/PWM control input
0-10 VDC / PWM

+

0-
10

 V
PW

M

Ta
ch

o

GN
D

Line Connection Colour Assignment / function Line Connection Colour Assignment / function
1 + red Maximum ripple ± 3.5 %

GND blue GND

Line 1

red yellowwhiteblue

Technical features (Nominal voltage 24 / 48 VDC):
•  Control input 0-10 VDC / PWM
•  Tach output
•  Reverse polarity and locked-rotor protection
•  Motor current limitation
•  Voltage-dependent derating
•  Over-temperature protected electronics / motor
•  Soft start

RE > 100 K
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Electrical connections EC
G)

1 Tacho white

0-10 V / PWM yellow Control input (Impedance 100 kΩ)

Tach output:
2 pulses / revolution (M1G045/M1G055)
3 pulses / revolution (M1G074/M1G084)

680 Ω

Temperature 
control module

50002-1-0174
50003-1-0174

Speed setting

PWM 1 - 10 kHz

Speed setting
with 
potentiometer

Full speed

           100% PWM  ->  n=max
 approx. 10% PWM  ->  n=min
         < 10% PWM  ->  n=0

start up at > 14 %

Speed setting

1 V - 10 V

          10 V  ->  n=max
approx. 1 V  ->  n=min
         < 1 V  ->  n=0

start up at > 1.4 V

33 K 4.7 K

10 K
PWM

12 V 12 V

U

Speed display

Alarm

Controller

Counter

red

white

blue

Maximum ripple
± 3.5%

Tach output
pulses per revolution

GND

Isink max. 10 mA

47 V

Customer circuit

Notes on various control possibilities and their applications

Connection Fan

yellow

Lin/PWM control input
0-10 VDC / PWM

+

0-
10

 V
PW

M

Ta
ch

o

GN
D

Line Connection Colour Assignment / function Line Connection Colour Assignment / function
1 + red Maximum ripple ± 3.5 %

GND blue GND

Line 1

red yellowwhiteblue

Technical features (Nominal voltage 24 / 48 VDC):
•  Control input 0-10 VDC / PWM
•  Tach output
•  Reverse polarity and locked-rotor protection
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Line Connection Colour Assignment / function
CON10 L black Power supply 230 VAC, 50 - 60 Hz, see type plate for voltage range

CON11 N blue Neutral conductor

CON10

Customer circuit Connection Fan

CON70

CON11

CON70

CON10

CON11

CON70

CON12

L

N

SL

PE

PE1

AC1

AC2

P

N

CON12 PE green/yellow Protective earth

CON70 SL brown Speed selection: switch open = speed 1; switch closed = speed 2

Technical features (M3G 045 / M3G 055 with 2 Speed stages):
•  Speed adjustment input (230V)
•  Over-temperature protected electronics / motor
•  Motor current limitation
•  Locked-rotor protection
•  Soft start

Electrical connections EC
H3)
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Imax=1.1mA

1μF

Connection Colour Assignment / function
L black Power supply 230 VAC, 50 - 60 Hz, see type plate for voltage range

N blue Neutral conductor

Customer circuit Connection Fan

L

PE green/yellow Protective earth

0-10V PWM yellow Control input 0 - 10 V or PWM, electrically isolated

+10V/max.1.1mA red Voltage output +10 V / 1.1 mA, electrically isolated, not short-circuit-proof

N

PE

+ 10V

0-10V/PWM

GND

Tacho
680R

ZMM47

13

24

47k 47k

PE1

31

42

AC1 P

AC2 N

L

N

PE

+10V

10V/PWM

GND

Tacho

max.
speed

Speed
setting

0-10V/PWM

+ 10V

10V -> n = max
1V -> n = min

<1V -> n = 0

1-10V

Speed
setting with
PWM 1-10kHz

Speed
setting with
potentiometer

10K

15V

GND

0-10V/PWM

12V

Imax=10mA

100% PWM -> n = max
10% PWM -> n = min

<10% PWM -> n = 0

Technical features (M3G 055 Speed-controlled):
•  Output 10 VDC max. 1,1 mA
•  Tach output
•  Over-temperature protected electronics / motor
•  Motor current limitation
•  Soft start
•  Locked-rotor protection
•  Control input 0-10 VDC / PWM
•  Control interface with SELV potential safely disconnected from the mains

Electrical connections EC
H4)

GND

0-10V/PWM

GND

0-10V/PWM

+ 10V

3.15AT

GND blue GND - Connection for control interface

Tacho white Tach output: Open Collector, 1 pulse per revolution, electrically isolated
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Electrical connections EC
J5)

Line Connection Colour Assignment / function
1 UN +24/48 VDC red

2 0-10 VDC yellow

4 GND blue Reference ground

max.
speed

PWM 1-10kHz

as of 40% PWM
Unom -30%
safe start-up at
<10% PWM -> n = 0
10%  PWM -> n = min

100% PWM -> n = max

Speed setting with Setting of values via
temperature controller

as of 4V Ucontr.

<1V -> n = 0
1V  -> n = min
10V -> n = max

T>45°C -> n = max
T<10°C -> n = 0

Speed setting with
potentiometer

Unom -30%
safe start-up at

Speed setting

12V

39V

UB

 1-10V

Reverse
-polarity
protection

RE>100K

33K

4.7K

10K

680R

T

50003-1-0174

P

OUT

N

GND1

DUE

GND

DUE

0-10VDC

UN

+24/48VDC

44

4

4

4

3

22

2
2

2

2

11

1
11

Customer circuit

Notes on various control possibilities and their applications

Connection Fan

Technical features (Nominal voltage 24 / 48 VDC):
•  Control input 0-10 VDC / PWM
•  Tach output
•  Reverse polarity and locked-rotor protection
•  Motor current limitation
•  Line undervoltage detection
•  Soft start

3 Tach white Speed monitoring output, 3 pulses / revolution, Isink max. = 10 mA

Control input Re >100 K

Power supply 24/48 VDC, Maximum ripple ± 3,5 %
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A1) Single-phase capacitor motor (1~ 115/230 VAC power line)

with TOP wired internally

C
NPEL

TOP

21 ZUU

U1    =  blue

U2    =  black

Z      =  brown

  =  green/yellow

Electrical connections AC
A1) / C2 / J7)

C2) Star connection (3~ 400 VAC power line)

without TOP

L3L2L1

1

2

V1U1

2V2U W

W

PE U1    =  black

U2    =  green

V1    =  blue

V2    =  white

W1   =  brown

W2   =  yellow

  =  green/yellow

L1

S

black

Speed selection

Energy-saving
motor / fan

(ESM)

blue

brown

Mains supply
voltage

off on (L1 or N)

n1 n2

N

S

Speed selection
L1 or N

J7) Energy-saving motor (ESM) (1~ 115/230 VAC power line)


