AC centrifugal blowers

dual inlet, @ 097

- Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steel

Rotor: Partially cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor
Type of protection: 1P 20
Insulation class: "B
Mounting postion: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design; Standard external-rotor motor mounted via brackets on one side
Bearings: Maintenance-free ball bearings
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Motor protection: TOP wired internally

Cable exit: Variabie

Protection class: |

Product conforming to standards: EN 60335-1, CE
- Approvals: © CCC, GOST
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AC centrifugal blowers

dual inlet, @ 133

Material: Housing: Galvanised sheet steel
Impeller: Galvanised sheet steel
Rotor: Partially cast in aluminium
Direction of rotation: (© Counter-clockwise, (@ clockwise seen on rotor
Type of protection: 1P 44
Insulation class: "B
Mounting postion: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
— Design; Standard external-rotor motor mounted via brackets on one side
Bearings: Maintenance-free ball bearings
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General
information

Motor protection: TOP wired internally

Cable exit: Variable

Protection class: |

Product conforming to standards: EN G0335-1, CE
Approvals: CCC, ® also GOST
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AC centrifugal blowers

dual inlet, @ 133

- Material: Housing: Galvanised sheet steel
Impeller: Galvanised sheet steel
Rotor: Partially cast in aluminium

Direction of rotation: Clockwise, seen on rofor

Type of pratection: 1P 44

Insulation class: "B

Mounting position: Any

Condensate discharges: None

Mode of operation: Continuous operation (51)

Design; Standard external-rotor motor mounted via brackets on one side

Bearings: Maintenance-free ball bearings
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= Product conforming to standards: EN G0335-1, CE

= Motor protection: TOP wired internally
= Cable exit: Variable
— Approvals: CCC

- Protection class: |
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AC centrifugal blowers

dual inlet, @ 133

- Material: Housing: Galvanised sheet steel
Impeller: PA plastic
Rotor; Partially cast in aluminium
Direction of rotation: Clockwise, seen on rofor
Type of pratection: 1P 44
Insulation class: "B
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design; Standard external-rotor motor mounted via brackets on one side
Bearings: Maintenance-free ball bearings
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= Product conforming to standards: EN G0335-1, CE

= Motor protection: TOP wired internally
= Cable exit: Variable
— Approvals: CCC

- Protection class: |
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AC centrifugal blowers

dual inlet, @ 133

- Material: Housing: Galvanised sheet steel
Impeller: PA plastic
Rotor; Partially cast in aluminium
Direction of rotation: Clockwise, seen on rofor
Type of pratection: 1P 44
Insulation class: "B
Mounting postion: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design; Standard external-rotor motor mounted via brackets on one side
Bearings: Maintenance-free ball bearings
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= Product conforming to standards: EN G0335-1, CE

- Motor protection: TOP wired internally
~ (Cable exit: Variable
- Protection class: |
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AC centrifugal blowers

dual inlet, @ 146

- Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steel

Rotor: Partially cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor
Type of protection: | 44
Insulation class: "8
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design; Standard external-rotor motor mounted via brackets on one side
Bearings: Maintenance-free ball bearings
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= Product conforming to standards: EN G0335-1, CE

= Motor protection: TOP wired internally
= Cable exit: Variable
- Approvals: CCC, GOST

- Protection class: |
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AC centrifugal blowers

dual inlet, @ 146

- Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steel

Rotor: Partially cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor
Type of pratection: 1P 44
Insulation class: "B
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design; Standard external-rotor motor mounted via brackets on one side
Bearings: Maintenance-free ball bearings
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= Product conforming to standards: EN G0335-1, CE

- Motor protection: TOP wired internally
- Approvals: CCC

~ (Cable exit: Variable

- Protection class: |
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AC centrifugal blowers

dual inlet, @ 160

- Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steel

Rotor: Partially cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor
Type of pratection: 1P 44
Insulation class: "B
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design; Standard external-rotor motor mounted via brackets on one side
Bearings: Maintenance-free ball bearings
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= Product conforming to standards: EN G0335-1, CE

- Motor protection: TOP wired internally
- Approvals: CCC

~ (Cable exit: Variable

- Protection class: |
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AC centrifugal blowers

dual inlet, @ 160

- Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steal

Rotor; Partially cast in aluminium
Direction of rotation: Counter-ciockwise, seen on rotor (opposite cable exit)
Type of protection: [ 20
Insulation class: “F"
Mounting pasition: Any
Condensate discharges: None
Mode of operation: Continuous operation {51)
Design: EW motor anti-vibration mounted on both sides
Bearings: Maintenance-free ball bearings
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= Product conforming to standards: EN G0335-1, CE

= Motor protection: TOP wired internally
= Cable exit: Variable
- Approvals: CCC, GOST

= Protection class: |
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AC centrifugal blowers

dual inlet, @ 160

- Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steal

Rotor; Partially cast in aluminium
Direction of rotation: Counter-ciockwise, seen on rotor (opposite cable exit)
Type of protection: | 44
Insulation class: "8"
Mounting pasition: Any
Condensate discharges: None
Mode of operation: Continuous operation {51)
Design: EW motor anti-vibration mounted on both sides
Bearings: Maintenance-free ball bearings
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Product conforming to standards: EN G0335-1, CE
Brass lead tips

Approvals: @ CCC, GOST
Options: With flange
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D4E 160-FHI2 -06
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= Motor protection: TOP wired internally
= Cable exit: Variable

= Protection class: |
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AC centrifugal blowers

dual inlet, @ 180

- Material: Housing: Galvanised sheet steel
Impeller: Galvanised sheet steel
Rotor: Partially cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor (opposite cable exit)
Type of protection: 1P 54
Insulation class: "B
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design: EW motor anti-wibration mounted on both sides
Bearings: Maintenance-free ball bearings
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= Product conforming to standards: EN G0335-1, CE

- Motor protection: Without thermal protection
- Approvals: CCC

~ (Cable exit: Variable

= Protection class: |
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AC centrifugal blowers

dual inlet, @ 180

- Material: Housing: Galvanised sheet steel
Impeller: Galvanised sheet steel
Rotor: Partially cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor (opposite cable exit)
Type of protection: 1P 54
Insulation class: "B
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design: EW motor anti-wibration mounted on both sides
Bearings: Maintenance-free ball bearings
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Product conforming to standards: EN 60335-1, CE
Approvals: CCC, ) also GOST

= Motor protection: TOP wired internally
— Cable exit: Variable

- Protection class: |
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AC centrifugal blowers

dual inlet, @ 200

- Material: Housing: Galvanised sheet steel
Impeller: Galvanised sheet steel
Rotor: Partially cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor (opposite cable exit)
Type of protection: 1P 54
Insulation class: "B
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design: EW motor anti-wibration mounted on both sides
Bearings: Maintenance-free ball bearings
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- Motor protection: & without TOP, & TOP wired internally

~ (Cable exit: Variable

= Protection class: |

pIEMYOEY

— Product conforming to standards: EN 60335-1, CE
- Approvals: CCC
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AC centrifugal blowers

dual inlet, @ 225

- Material: Housing: Galvanised sheet steel
Impeller: Galvanised sheet steel
Rotor: Partially cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor (opposite cable exit)
Type of protection: 1P 22
Insulation class: "B
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design: EW motor anti-wibration mounted on both sides
Bearings: Maintenance-free ball bearings
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= Product conforming to standards: EN G0335-1, CE

- Motor protection: Without thermal protection
- Approvals: CCC

~ (Cable exit: Variable

= Protection class: |
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AC centrifugal blowers

dual inlet, @ 225

- Material: Housing: Galvanised sheet steel
Impeller: Galvanised sheet steel
Rotor: Partially cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor (opposite cable exit)
Type of protection: 0@ P 22, @ IP 54
Insulation class: "8
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design: EW motor anti-wibration mounted on both sides
Bearings: Maintenance-free ball bearings
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Motor protection: TOP wired internally

Cable exit: Variabie

Protection class: |

Capacitor: © & FPU (P2) acc. to IEC 252

Product conforming to standards: EN B0335-1, CE
- Approvals: ) & GCC, = GOST
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AC centrifugal blowers

dual inlet, @ 225

- Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steel

Rotor: Cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor (on cable exit)
Type of protection: P 20 (acc. to EN 60527)
Insulation class: “F*
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design: EW motor anti-wibration mounted on both sides
Bearings: Maintenance-free ball bearings
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Options: 400 VAC AYY for two speed steps available on request,
mounting brackets on request

Product conforming to standard: CE
Approvals: @ GOST

~ Motor protection: Design with thermal overload protector

= Cable exit: Axial

- Protection class: | (acc. to EN G61800-5-1)
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AC centrifugal blowers

dual inlet, @ 225

- Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steel

Rotor: Cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor (on cable exit)
Type of protection: P 20 (acc. to EN 60527)
Insulation class: “F*
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design: EW motor anti-wibration mounted on both sides
Bearings: Maintenance-free ball bearings
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Options:  Mounting brackets on request

Product conforming to standard: CE
Approvals: i) GOST

~ Motor protection: Design with thermal overload protector

= Cable exit: Axial

- Protection class: | (acc. to EN G61800-5-1)
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AC centrifugal blowers

dual inlet, @ 240

- Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steel

Rotor: Cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor (on cable exit)
Type of protection: P 20 (acc. to EN 60527)
Insulation class: “F*
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design: EW motor anti-wibration mounted on both sides
Bearings: Maintenance-free ball bearings
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= Motor protection: Design with thermal overload protector

~ Cable exit: Axial
- Protection class: | (acc. to EN 61800-5-1)

- Product conforming to standard: CE
~ Options: Mounting brackets on request
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AC centrifugal blowers

dual inlet, @ 250

- Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steel

Rotor: Cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor (on cable exit)
Type of protection: P 20 (acc. to EN 60527)
Insulation class: “F*
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design; EW motor anti-vibration mounted on both sides
Bearings: Maintenance-free ball bearings
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General
information

Motor protection: Design with thermal overload protector

Cable exit: Axial

- Protection class: | {acc. to EN 61800-5-1)

Product conforming to standard: CE

Options: 400 VAC A/Y for two speed steps available on request,
mounting brackets on request
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AC centrifugal blowers

dual inlet, @ 250

- Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steel

Rotor: Cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor (on cable exit)
Type of protection: P 20 (acc. to EN 60527)
Insulation class: “F*
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design; EW motor anti-vibration mounted on both sides
Bearings: Maintenance-free ball bearings
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General
information

Motor protection: Design with thermal overload protector
Cable exit: Axial

- Protection class: | {acc. to EN 61800-5-1)

Product conforming to standard: CE

Approvals: @ GOST

Options: Mounting brackels on request
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EC centrifugal, back-
ward for clean rooms
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AC centrifugal blowers

dual inlet, @ 250

- Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steel

Rotor: Cast in aluminium
Direction of rotation: Counter-clockwise, seen on rotor (on cable exit)
Type of protection: P 20 (acc. to EN 60527)
Insulation class: “F*
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design; EW motor anti-vibration mounted on both sides
Bearings: Maintenance-free ball bearings
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General
information

Motor protection: Design with thermal overload protector
Cable exit: Axial

- Protection class: | {acc. to EN 61800-5-1)

Product conforming to standard: CE

Options: Mounting brackets on request
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EC centrifugal, back-
ward for clean rooms
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