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EC centrifugal fan

backward curved, @ 250

- Material: Impeller: Sheet steel, galvanised

Rotor: Galvanised

Electronics enclosure: Die-cast aluminium
Number of blades: 11
Direction of rotation: Clockwise, seen on rotor
Type of protection: P 44
Insulation class: "B"
Mounting position: Shaft horizontal or rotor on top; rotor on bottom on request
Condensate discharges: None
Mode of operation: Contimuous operation (51)
Bearings: Maintenance-free ball bearings
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General

information

- Technical features: * Output 10 VDC max. 1.1 mA =
* PFC (passive) * Tach output Se
+ Control input 0-10 VDG / PWM * Over-temperature protected electronics / motor S
~ EMC: Interference emission acc. to EN 61000-6-3 ¥
Interference immunity ace. o EN 61000-6-1 ;&:ﬂ

Harmonics acc. to DIN EN 61000-2-2/3
= Leakage current: < 3.5 mA acc. to EN 60950-1
Cable exit: Variable
= Protection class: |
Product conforming to standards: EN B0335-1, EN 61800-5-1, EN 60950-1, CE
Approvals: UL, CSA, CCC, GOST are applied for
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Depth of screw max. 8 mm %5
(core removing hole prepared for self-tapping screw) Q §
Depth of screw max. 6 mm
(cora remaving hole prepared for seif-tapping screw)

Depth of screw 8-10 mm
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EC centrifugal fan
backward curved, @ 250
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General

information

- Technical features: * Output 10 VDC max. 1.1 mA =
* PFC (passive) * Tach output Se
+ Control input 0-10 VDG / PWM * Over-temperature protected electronics / motor S
~ EMC: Interference emission acc. to EN 61000-6-3 ¥
Interference immunity ace. o EN 61000-6-1 ;&:ﬂ

Harmonics acc. to DIN EN 671000-3-2/3
= Leakage current: < 3.5 mA acc. to EN 60950-1
Cable exit: Variahle
= Protection class: |
Product conforming to standards: EN B0335-1, EN 61800-5-1, EN 60450-1, CE
Approvals: UL, C5A; CCC, GOST are applied for
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(core removing hole prepared for self-tapping screw) Q §
Depth of screw max. 6 mm
(cora remaving hole prepared for seif-tapping screw)

Depth of screw 8-10 mm
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EC centrifugal fan

backward curved, @ 250
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Rotor: Galvanised

Electronics enclosure: Die-cast aluminium
- Number of blades; 11

— Direction of rotation: Clockwise, seen on rotar

- Type of protection: P 44
- Insulation class: "B"

= Mounting position: Shaft horizontal or rotor on top; rotor on bottom on request

- Condensate discharges: None

— Mode of operation: Continuous operation (51)
— Bearings: Maintenance-free ball bearings

g
=]
8
3
2
q
:s
z |
g ||
@
3
=
g

LU
 NRA RNRRNRARAANE
Sl LEEE R R EEL
¢t RRRG RNRRARNR RN
I RRRRARRR ERREEEES

0990 00RO OO0 BBOO
P@EEE 9S8 R PIEE®

NIAYRY

N/

<7

ebmpapst



information

General

- Technical features: » Qutput 10 VDC max. 1.1 mA
* PFC (passive) * Tach output
* Control input 0-10 VDG / PWM » Dver-temperature protected electronics / motor

EMC: Interference emission acc. to EN 61000-6-3
Interference immunity ace. 1o EN 61000-6-1
Harmonics acc. to DIN EN 61000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1

Cable exit: Variable

= Protection class: |

Product conforming to standards: EN 60335-1, EN 61800-5-1, EN 60450-1, CE

Approvals: UL, CSA, CCC, GOST are applied for

AC centrifugal,
backward

=
S'p
e
3
o
[ -]

=X

2g
— —
= m
E5
Depth of screw max. 8 mm %5
(core removing hole prepared for self-tapping screw) Q §
Depth of screw max. 6 mm
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EC centrifugal fan

backward curved, @ 250
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Rotor: Galvanised

Electronics enclosure: Die-cast aluminium
- Number of blades; 11

— Direction of rotation: Clockwise, seen on rotar

- Type of protection: P 44
- Insulation class: "B"

= Mounting position: Shaft horizontal or rotor on top; rotor on bottom on request

- Condensate discharges: None

— Mode of operation: Continuous operation (51)
— Bearings: Maintenance-free ball bearings
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information

General

- Technical features: » Qutput 10 VDC max. 1.1 mA
* PFC (passive) * Tach output
* Control input 0-10 VDG / PWM » Dver-temperature protected electronics / motor

EMC: Interference emission acc. to EN 61000-6-3
Interference immunity ace. 1o EN 61000-6-1
Harmonics acc. to DIN EN 61000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1

Cable exit: Variable

= Protection class: |

Product conforming to standards: EN 60335-1, EN 61800-5-1, EN 60450-1, CE

Approvals: UL, CSA; CCC, GOST are applied for
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EC centrifugal fan

backward curved, @ 250

Material: Impeller: Sheet steel, galvanised

Rotor: Coated In black

Electronics enclosure: Die-cast aluminium
Number of blades: 11
Direction of rotation: Clockwise, seen on rotor
Type of protection: IP 54
Insulation class: "B"
Mounting position: Shaft horizontal or rotor on top; rotor on bottom on request
Condensate discharges: None
Mode of operation: Continuous operation (S1)
Bearings: Maintenance-free ball bearings

e o b R
]| @ @ O TN 2R DaNE mpm =
i ® © Fsie0) SN Nan e msem
, ® © WSS SN Na20n e esan
1000 S ® O FE0) WEAN FEson aEm s
N
= Ty
800 7 ‘\
TN
AN VAR
“& J/ .-// ,-f \
//,—f/{f \\
e e

304 ebmpapst



information

General

- Technical features: » Output 10 VDC max. 1.1 mA -
* PFC (passive) * Alarm relay Se
* Control input 0-10 VDG / PWM » Over-temperature protected electronics / motor EZ
~ EMC: Interference emission acc. to EN 61000-6-3 5%
Interference immunity ace. to EN 61000-6-2 o

Harmonics acc. to DIN EN 61000-3-2/3
= Leakage current: < 3.5 mA acc. to EN 61800-5-1
= Cable exit: Variable
~ Protection class: |
- Product conforming to standards: EN 61800-5-1, CE
= Approvals: UL, C5A, CCC, GOST are applied for
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EC centrifugal fan

backward curved, @ 250
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Rotor: Coated In black

Electronics enclosure: Die-cast aluminium
= Number of blades: 11

— Direction of rotation: Clockwise, seen on rotor

- Type of protection: IP 54
- Insulation class: "B"

— Mounting position: Shaft horizontal or rotor on top; rotor on bottom on request

- Condensate discharges: None

~ Mode of operation: Continuous operation (S1)
~ Bearings: Maintenance-free ball bearings
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information

General

- Technical features: » Output 10 VDC max. 1.1 mA -
* PFC (passive) * Alarm relay Se
* Control input 0-10 VDG / PWM » Over-temperature protected electronics / motor EZ
~ EMC: Interference emission acc. to EN 61000-6-3 5%
Interference immunity ace. to EN 61000-6-2 o

Harmonics acc. to DIN EN 61000-3-2/3
— Leakage current: < 3.5 mA acc. to EN 61800-5-1
— (Cable exit: Variable
= Protection class: |
- Product conforming to standards: EN 61800-5-1, CE
= Approvals: UL, C3A; CCC, GOST are applied for
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EC centrifugal fan

backward curved, @ 280

= NRRE DNRG NRARANNE

ebmpapst

g 5§ REREBesnERnabRes
m -= BEEEEREG BREEBEEE
: = IIRE RRRE RREREENN
P, of -E BEEEEREEEEREEEEE
g2 58, : eass sess sess sees
11 ;18 m
| w m mmmw :
MW = mwmm m g
! | @
Ll | 7
@ \.ﬂ
g
i

A




- Technical features: » Qutput 10 VDC max. 1.1 mA
* PFC (passive) * Tach output
* Control input 0-10 VDG / PWM » Dver-temperature protected electronics / motor

EMC: Interference emission acc. to EN 61000-6-3
Interference immunity ace. 1o EN 61000-6-1
Harmonics acc. to DIN EN 61000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1

Cable exit: Variable

= Protection class: |

Product conforming to standards: EN 60335-1, EN 61800-5-1, EN 60450-1, CE

Approvals: UL, CSA, CCC, GOST are applied for

Depth of screw max. 8 mm
(core removing hole prepared for self-tapping screw)
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EC centrifugal fan

backward curved, @ 280
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- Type of protection: P 44

= Insulation class: "B"
= Mounting position: Shaft horizontal or rotor on top; rotor on bottom on request

- Condensate discharges: None
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— Mode of operation: Continuous operation (51)
— Bearings: Maintenance-free ball bearings
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- Technical features: » Qutput 10 VDC max. 1.1 mA
* PFC (passive) * Tach output
* Control input 0-10 VDG / PWM » Dver-temperature protected electronics / motor

EMC: Interference emission acc. to EN 61000-6-3
Interference immunity ace. 1o EN 61000-6-1
Harmonics acc. to DIN EN 61000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1

Cable exit: Variable

= Protection class: |

Product conforming to standards: EN 60335-1, EN 61800-5-1, EN 60450-1, CE

Approvals: UL, CSA; CCC, GOST are applied for

Depth of screw max. 8 mm
(core removing hole prepared for self-tapping screw)
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EC centrifugal fan

backward curved, @ 280

Material: Impeller: Sheet steel, galvanised

Rotor: Coated In black

Electronics enclosure: Die-cast aluminium
Number of blades: 11
Direction of rotation: Clockwise, seen on rotor
Type of protection: IP 54
Insulation class: "B"
Mounting position: Shaft horizontal or rotor on top; rotor on bottom on request
Condensate discharges: None
Mode of operation: Continuous operation (51)
Bearings: Maintenance-free ball bearings
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Technical features:

» Qutput 10 VDC max. 1.1 mA
& Alarm relay

» Dver-temperature protected electronics / motor

Harmonics acc. to DIN EN 61000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 61800-5-1
= Cable exit: Variable

Interference immunity ace. to EN 61000-6-2
= Protection class: |

* Control input 0-10 VDG / PWM

* PFC (passive)
= EMC: Interference emission acc. to EN 61000-6-3
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- Product conforming to standards: EN 61800-5-1, CE
- Approvals: UL, CSA
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EC centrifugal fan

backward curved, @ 280

Material: Impeller: Sheet steel, galvanised

Rotor: Coated In black

Electronics enclosure: Die-cast aluminium
Number of blades: 11
Direction of rotation: Clockwise, seen on rotor
Type of protection: IP 54
Insulation class: "B"
Mounting position: Shaft horizontal or rotor on top; rotor on bottom on request
Condensate discharges: None
Mode of operation: Continuous operation (51)
Bearings: Maintenance-free ball bearings

|
.
=

- = & © E2 WaST N2 e =
SEN & © 210 H0n 280N Lare s
CERN - ® © PE0N [T N2E0N NN e
o N | ® © NZA0] NN N2 WIsW W
® © 2N WS WY N =
n ® © WSO WAEN WEA0N [ s
o & © La0 2 LTA0N e e
/ \\ ® O A [N W20 el WS
7 N ® © [0l [UesT [0M0N er [
Y ® © 160 |80 0500 |4 |48
ﬂ'! — /'\ @ @ | 14600 | 88 | (060 | | 58 | B0
H'“x / s ® @ 14600 700 ason s ds
- N
m ~ |/ r"h‘.‘
o LA T ){
T w0 w0 a0 0 20 w0 wm

314 ebmpapst



information

General

- Technical features: + Output 10VDC max. 1.1 mA
* PFC (passive) * Alarm relay
* Control input 0-10 VDG / PWM * Over-temperature protected electronics / motor

EMC: Interference emission acc. to EN 61000-6-3
Interference immunity ace, to EN 61000-6-2
Harmonics acc. to DIN EN 61000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 61800-5-1

= (Cable exit: Variable

= Protection class: |

— Product conforming to standards: EN 61800-5-1, CE

- Approvals: VOE, UL, CSA; CCC, GOST are applied for
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