EC axial fans 24748 voc
S series, 0 200

- Material: Guard grille: Steel, phosphated and coated in black plastic
Wall ring: Sheet steel, pre-galvanised and coated in black plastic
Blades: Sheet steel, coated in black
Rotor: Coated in black

Number of blades: 9

Direction of rotation: Counter-clockwise, seen on rotor

Type of protection: P 42

Insulation class: “B"

Mounting position: Any

Condensate discharges: None

Mode of operation: Continuous operation (S1)

Bearings: Maintenance-free ball bearings

*16 200 MIGO74-BF | (& 24 1628 1090 2950 5% 260 60 — -25W+60 15
*16 200 MI1GO74-BF 48  38-57 1005 2750 4 110 60 — -25W+60 15
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p. 3721

516G Z00-AHT7 -52
516 200-M77 52
1 -52 | 516 200-A01  -52

* Tach output
* Polarity and focked rotor protection
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$16 200-BH77 -52
S1G 200-BI77 -52

W1G200-CH77 -52
W1G200-CIF7 -52
1G200-Ci01 -52 | SIG

Interference immunity acc. to EN 61000-6-2

— Cable exit Variabla

- Protection class: |

MG 200-AH77 -52

AG 200-AI77 -52

REmen S
AG 200-A01 -52 | W

WL ALG 200-AHO1

features:
* Control input 0-10 VDG / PWM
= EMC: Interference emission acc. to EN 61000-6-3

Technical
- Product conforming to standard: EN 60950-1
= Approvals: UL, C5A
ebmpapst
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EC axial fans 24748 voc

S series, @ 200, drawings of directions of air flow "V" and "A"

Without attachments
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Type

A1G 200-AHT7 -52
A1G 200-AI77 52

MG 200-AHD1 -52
MG 200-AI01 -52

- WIG200-CH77 -52
WIR200-0177 -52

nlndste i

- WiG200-Ci1 -52

516 200-BHTT 52

/816 200-BI77 -52
/516 200-BHO1 52

(516G 200-AI01 52
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816 200-AH77 -52

[ 816 200-A77 -52
| 516G 200-AHD1 -52
| 516G 200-A101 -52

189

AC axial General
A series S series AG axial fans information

AC axial

EC axial fans
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EC axial fans 24748 voc
S series, © 250

- Material: Guard grille: Steel, phosphated and coated in black plastic
Wall ring: Sheet steel, pre-galvanised and coated in black plastic
Blades: Sheet steel, coated in black
Rotor: Coated in black

= Number of blades: 7 for direction of air flow "V", 9 for direction of air flow "A"

- Direction of rotation: Counter-clockwise, seen on rotor

— Type of protection: P 42

= Insulation class: "B

= Mounting position: Any

— Condensate discharges: None

= Mode of operation: Continuous operation (51)

— Bearings: Maintenance-free ball bearings

*16 250 MIGO74-BF | @ 24 1628 1920 50 105 500 o — -25t+60 186

*1G 250 M1GO74-BF 48 3B-57 1920 250 105 260 70 — -Z5wW+60 16 G)
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eneral
information

= Technical features: * Tach output
& Control input 0-10 VDG / PWM = Polarity and locked rotor protection
= EMC: Interference emission acc. to EN 61000-6-3
Interference immunity acc. to EN 61000-6-2
Cable exit: Vanable
- Protection class: |
-~ Product conforming to standard: EN 60950-1
Approvals: UL, C5A

AC axial fans

AC axial
S series

AC axial
K series

W1G250-CH37 -52 | 516 250-BH37 -52 | $1G 250-AH37 -52
AIG 250-A137 -52 | WIG250-CI37 -52 | SIG 250-BI37 -52 | SIG Z50-AI37 -52

AIG 250-AHGT -52 | W1G250-CHG7 52 | S1G 250-BHGT -52 | 516 250-AHGT -52
MG 250-A67 -52 | WIG250-CI67 -52 | S1G 250-BI67 -52 | S1G I50-AI67 -52
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EC axial fans 24748 voc

S series, @ 250, drawings of directions of air flow "V" and "A"
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Type

A1G 250-AH37 -52
A1G 250-A137 52
[ AIG 250-AHGT -52
MG 250-NI67 -52

-W1G250-CH3T -52
- WIG250-C17 -52
W1G250-CHG7 -52
CWG250-06r 52

“B1G 250-BHIT -52
816 250-B137 -52
516 250-BH6T -52
516 250-BI67 52
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816 260-AH37 -52 "W
[ 816 250-A137 52 A
| 516G 250-AHGT -52 "V
| 51G 250-Al6T -52 A"

With guard grille for short nozzle
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EC axial fans 24748 voc
S series, 0 300

Material: Guard grille: Steel, phosphated and coated in black plastic
Wall ring: Sheet steel, pre-galvanised and coated in black plastic
Bladzs: Sheet steel, coated In black
Rotor: Coated in black
Number of blades: 7
Direction of rotation: Direction of air flow "V" counter-clockwise, direction of air flow "A”
clockwise, seen on rotor
Type of protection: P 42
Insulation class; "B"
Mounting position: Any
Condensate discharges: None
Mode of operation: Continunus operation (51)
Bearings: Maintenance-free ball bearings

*1G 300 MIGO74-CF | (& 24 1628 2450 1800 90 400 65 — 25t +60 22

*16 200 MIGO74-CF | @ 48 36-57 2450 1800 90 200 65 — 25t +60 22 G
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seneral
information

— Technical features: » Tach output
& Control input 0-10 VDG / PWM * Polarity and locked rotor protection
= EMC: Interference emission acc. to EN 61000-6-3
Interference immunity acc, fo EN 61000-6-2
Cable exit: Vanabla
— Protection class: |
= Product conforming to standard: EN 60950-1
Approvals: UL, C5A

AC axial fans

AC axial
S series

AC axial
K series

A1G 300-AE19 -54 | W1G300-CE19 -54 | 516 300-BE19 -54 | 516G 300-AE19 -54
AIG 300-AE19 -52 | W1G300-CE19 -52 | 51G 300-BE19 -52 | 516G 300-AE19 -52

WIG300-CE33 -54 | 516G 300-BE33 -54 | 516G J00-AE33 -54
WIG300-CE33 -52 | 516 300-BE33 -52 | 516 300-AE33 -52
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EC axial fans 24748 voc

S series, @ 300, drawings of directions of air flow "V" and "A"
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With guard grille for full nozzle
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Type

A6 300-AE19 -54
A6 300-AE19 -52

AIG 300-AE33 -54

'AIG 300-AE33 -52

Type

 W1G300-CE19 -54
WIG300-CE18 -52
WIG3D0-0E33 54
W1G300-CE33 52

‘816 300-BET9 -54
/816 300-BE19 -52
/516 300-BE33 54
516 300-BE33 52
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General

information

g
2
With guard grille for short nozzle Type g
16 300-AE19 -54 "V 2

$1G 300-AE19 52 “A"

50 S16 300-AE33 54 V"
4 43 51G 300-AE33 -52  "A" §.§
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