Guard grille

- Material: Steel, phosphated and coated
in black plastic

"1
e

19110-2-4039 200 068 or4m 39 6.5 43 2800 250 2290 — 9.0
16111-2-4038 250 0GA or4m i3 6.5 45 3000 250 2M0 2 — aa.0
19112-2-4059 250 068 074 39 65 45 3000 2B0 210 — 53.0
T4Z51-2-4039 250 —_ or4m 50 6.2 42 3000 1250 2650 — 38.0
64555-2-4039 300 068 o74m 4.5 4.3 43 36800 580 3295 — 0.0
64356-2-4039 300 068 —_ 45 43 43 3600 580 395 2O 500
G64557-2-4038 300 074 —_ 50 6.5 65 3600 800 3D 0 — 50.0
T4301-2-4039 300 — 074 5.0 42 42 3600 1260 3310 100 60O
64558-2-4039 315 068 — 4.5 6.5 45 3750 58.0 3365 300 800
74316-2-4029 315 —_— 74 80 6.4 42 3750 1250 2440 3B0 850
64359-2-4039 330 068 —_ 45 6.5 45 4100 530 3545 0.0 80D
74331-2-4038 330 —_ or4@ 50 G4 42 4100 1250 3700 350 B850
GA562-2-4039 350 0GA —_ 50 6.5 45 4220 580 3740 300 800
T4351-2-4038 350 —_ o74@ 50 4 4.2 4220 1250 Z7R0 350 850
64379-2-4039 400 074 — 5.0 9.0 65 4700 900 4140 300 80O
T4370-2-4039 400 —_ 0B4® 50 9.0 B85 470.0 1840 4200  30.0 800
64536-2-4039 420 074 —_ 50 9.0 85 5020 90.0 4520  30.0 800
G4570-2-4039 420 084 —_ 50 a.0 6.5 5020 1150 4520 300 G0.O
G4378-2-4039 450 074 — 5.0 9.0 65 6220 900 4760 300 800
T4372-2-4039 450 —_ 0B4® 50 9.0 B85 5220 1640 4820 30.0 800
25943-2-4039 450 oM m — 60 9.0 B85 5220 1150 4720 175 675
25938-2-4039 450 0a4H —_ 7.0 9.0 7.0 5150 1150 4720 165 800
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information

Guard grille

- Material: Steel, phosphated and coated
in black plastic

AC axial fans

EC axial fans

Technology

&
Contacts
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| Guard grille
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- Material: Steel, phosphated and coated
in black plastic

= Wall rings: See p. 373

= Comment: Contact us for article numbers
for complete fans.

35803-2-4039 400 074 (4 poles) — 8D 65 4130 W0 — 16.0
35804-2-4039 400 074 (6 poles) — 50 65 4130 800 300 28.0
T437TT-2-4039 400 — 084 5.0 65 4130 1840 300 48.0
J5805-2-4039 430 074 (4 poles) — 8D 65 4660 D — 25.0
35806-2-4039 450 074 (6 poles) — 3.0 65 4860 300 200 00
T4376-2-4039 430 0B4® 8D 6.5 467.0 1840 30.0 438.0

450 115.0 41.0

= Material: Steel, phosphated and coated

in tack plastic
'Ii'||||'lll|'l'||I
G3878-2-4038 IEﬂ [ 450 074 Er 51 65 65620 800 5260 300 300
?M = nead 50 65 5620 1640 5260 300 380
70 70 5600 1160 5230 165 380




Guard grille

(1

- Material: Steel, phosphated and coated
in black plastic
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= Material: Steel, phosphated and coated
in black plastic

1B656-2-4038 200 3a 4.6 46 2450 GBO 1850 2 — =
09414-2-4039 250 39 48 46 2900 580 0 2 — =
09415-2-4039 300 39 46 46 3600 580 3000 — =
19699-2-4039 N5 45 6.3 43 3760 580 8O — 35
B9667-2-4039 350 45 6.5 45 4220 580 30 — B.5
18117-2-4039 400 4.5 63 43 5000 580 4675 70 140
ebmpapst

General
information

AC axial fans

EC axial fans

Technology

Conlacts




Guard grille

- Material: Steel, phosphated and coated

in black plastic

GE024-2-4039 250 4.5 4.3 43 3000 580 ZM.0 260 60O
TIT09-2-4039 300 ia 45 4.5 3600 580 3400 260 260
19115-2-4039 350 45 65 45 4220 580 8800 — 54.0
62229-2-4039 360 4.5 6.3 43 4000 58O 3570 120 160
64378-2-4039 450 2.0 2.0 65 5220 900 4760 300 6O
64530-2-4039 430 50 a0 6.5 5220 900 4760 30.0 300

= Material: Steel, galvanized and blue
chromated (afternative: nickel-plated)

ebmpapst
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| Guard grille
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| Guard grille

= Material: Steel, galvanized and blue

167,508

~ Material: Steel, galvanized and blua
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| Guard grille
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- Material: Steel, plastic-coated

(silver-metallic gloss)
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| Guard grille

- Material: Steel, phosphated and coated
in black plastic




Streamers

~ Material: Plastic PAG, 306V, black
(in accordance with UL 94 HB)

General
information

AC axial fans

EC axial fans

540 315-AM10 -30
28550-2-2855 N5 100 3210 3330 | S4E 315-AP18 -30
SBE 315-AP02 -30
540 350-BRO6 -30 S4E 350-ARDE -30
29%51-2-2955 350 100 3810 3730 | 5S40 350-ARDG -30 SEE 350-BROG -30
S4E 350-BROG -30 SEE 350-ARD3 -30
540 400-AP12 -03
29552-2-2955 400 100 4010 4130 | S4E 400-APO2 -03
S6E 400-AP10 -30
S4E 450-6GA09 -01
29953-2-2955 450 120 4860 478.0
S4E 500-CY08 -0 SGE 500-A505 -01
20554-2-2055 500 130 48960 5080 | S4E 500-AY09 -0 SGE 500-CT05 -01
SGE 500-C805 -01  S6E 500-ATOS -01

Thrust ranges (measured in a typical heat exchanger)
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EC-SYSTEMS

Without streamer

Technalogy

Contacts



| Wall rings

15"

iﬂun:r

- Material: Sheet steel, pre-galvanised and

coated in black plastic

18912-2-4037 200 2B0.0 800 2025 S50 7.0 45 2450 2500 125
GADNE-2-4037 250 (5 series) 3200 865 2585 60 7.0 45 2800 2850 1.25
18910-2-4037 250 (A series) 3200 850 2565 60 70 45 2900 2950 125
18908-2-4037 300 397.0 800 3260 1.0 90 M4 3800 3800 150
18902-2-4037 H9 W0 o740 MTO MD o 90 ME 3740 3600 1.50
18892-2-4037 330 440.0 800 3890 1.0 90 ME 4080 4040 150
18900-2-4037 A50 4600 800 3800 120 A0 MG 4220 4420 1.50
18930-2-4037 400 5280 960 4190 120 90 M8 5000 5040 1.50
18929-2-4037 420 5440 960 4470 120 9.0 M8 5000 5200 150
64000-2-4037 4500 6070 1000 4650 4D 110 M8 5600 578.0 1.50
gl - Material: Sheet steel, pre-galvanised
¢ //’_

35222-2-4037 350 358.0 4220 750 M
A5TE3-2-4037 400 400.0 4680 8400 Ma
35224-2-4037 420 426.0 5000 3500 Ma
35225-2-4037 450 4520 5150 8500 M&

ebmpapst




General
information

Wall rings

g b - Material: Sheet steel, pre-galvanised and k=
= | e i coated in black plastic ;

EC axial fans

5400 880 4080 120 80 10,0 4800
5760 1000 4830 140 MO 10.0 5350

ebmpapst i

Technology

onlacts



| Connection leads

15

[ = Plug terminal: 2.8 x 0.5 mm
] e e
L @ !
10

01434-4-6711 1427143 810
01477-4-6711 1421143 1000
015605-4-6711 1427143 2000

a * - Design: Cable conforms to UL standards,

31,5 R . l‘o‘H'& ||QE sealed piug

OB
3 I e_% -
9,3

\ =

Jackated cable, internal ling Brass laad fips
(UL Styla 2464/1061)
3 x AWG20 (approx. 0.5 mm?)

10637-4-1040 450
10640-4-1040 600
10638-4-1040 1500
10639-4-1040 32000

374 ebmpapst
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USB connection ling

Mator connecting cable

Programming software
- Type of protection: IP 20

= Protection class: Il

System requirements: Windows 2000 / XP
Supply plug unit

- Description: Programming unit for setting 2 possible speeds via the USB port of a PC.
~ Delivery scope: Programming unit

Programming device
for energy-saving motors (ESM)

Oto+45 -201t0+65

ebmpapst




Connection leads

41 s | Cable oross-section (3 x 0.75 mm)

79574-4-6711 1470
TO9575-4-6T11 1970
79576-4-6711 2470
T957TT-4-6T11 2970
79578-4-6711 3470
| 79579-4-6711 3970
| 79580-4-6711 4470
| 62402-4-6711 4970

376 ebmpapst



General
information

Axial impellers

- Material: Sheet aluminium

AC axial fans

€ Direction of rotation

4 x 0 4.0 with pitch cirgle for holes @ 25.4 mm

T3801-2-3634 TIT61-2-3634 227 = 173 154.0 21.5 14.0
73802-2-3634 73762-2-3634 28° + 1°30' 1540 320 160
73803-2-3634 73763-2-3634 W = 1930’ 1540 370 180
T3804-2-3634 TIT64-2-3634 227 = 173 172.0 .0 145 E
T3805-2-3634 T3765-2-3634 26° £ 1°30° 1720 3|0 170 =
T3806-2-3634 TIT66-2-3634 =17 172.0 42.0 21.0 E
73807-2-3634 73767-2-3634 22° + 1°30' 2000 320 155 =
73808-2-3634 73768-2-3634 28° + 1°30’ 2000 375 180
73800-2-3634 73760-2-3634 34° + 1°30° 2000 450 220
73810-2-3634 73770-2-3634 2° = 1°30° 2300 350 175
T3811-2-3634 TITT1-2-3634 207 = 1730 230.0 43.0 21.5
73812-2-3634 73772-2-3634 34 = 1°30° 2300 500 240
73813-2-3634 73773-2-3634 22° = 1°30' 2540 370 180
73814-2-3634 73774-2-3634 28° = 1°30° 2540 450 235
73815-2-3634 78775-2-3634 W = 1930’ 2540 520 260
T3816-2-3634 TITT6-2-3634 227 = 173 300.0 43.0 21.5
T3817-2-3634 TITTT-2-3634 207 = 1730 300.0 53.5 26.5
73818-2-3634 73778-2-3634 34 = 1°30° 000 610 300

Technology

Contacts

ebmpapst a7



| Guard grille

- Material: Steel, galvanized and blue

1700 1900 115
1830 2080 115
2140 2360 15
17.5
2700 2900 175
J240 340 175

HHEEEIE
1B
SETETEIEI
3
B

7 = Material: Steel, galvanized and blue
chromated

GEING-2-4039 172 4 k) 188.0 2080 375
GE310-2-4039 200 Ba° 28" 2120 2360 375
66311-2-4039 230 287 28% 2460 2660 4000
66312-2-4039 254 287 28% 2700 2300 4000
B66313-2-4039 300 —_ 22¢ 3240 340 483




General
information

Wall rings

- Material: Sheet steel, coated in grey plastic

AC axial fans

EC axial fans

= Material: Sheet steel, coated in grey plastic

EC-SYSTEMS

Technology

Contacts
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| Mounting bracket

Vers. 3

- Material: Sheet steel, galvanized and blue
chromated

S1025-2-4053 172 1 60 51.0  TEOD 100.0 | M40045-BDOT-

51028-2-4053 200 1 670  51.0 7RO 1000 | M40045-BDO1-*, MADOM5-CADT-*

51026-2-4053 230 1 745 510 7EO0 1000 | M40045-CAO1-**, MAQD4AS-CAD3-*

S1027-2-4053 2H 2 855 51.0  T7BO 100.0 | M40045-CAD3-"", M4O04S-CFO1-", MA0045-0A0T-~

51014-2-4053 300 3 nz — 1500 1720 | M40045-DADT-", M40045-DADS-", MAODAS-EADT-", M40045-EFDT-™
Vers. 1 Vers. 2

- Material: Sheet steel, galvanized and blue
chromated

71881-2-4053 154 1 380 MAQD45-B001-**
T1882-2-4053 172 1 520 MA0045-BDI1 -+
71883-2-4063 200 1 T2.0 M40045-B001-"*, M40045-CAD1 -~
230 1 720 MAQD45-CAN-**, MAD045-CAD3-**
T1884-2-4053 254 1 340 MAQ045-CANZ-**, MA0045-CFO1-+*
T18A5-2-4053 254 2 B4.0 MAQD45-DAIT -
T1886-2-4053 300 2 108.0 MA0045-DANT-**, M40Q045-DADS-=
T1887-2-4053 300 3 1048.0 M40045-EADT -, MA0045-EFDT-
380 ebmpapst



| Mounting angles, terminal boxes
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63500-2-4060

154 /172

“ﬂ

“'

General
information

- Material: Sheet steel, hot-galvanised

AC axial fans

1030 1520

63501 -2-4060

M-

EI

1230 1720

2

1350 1840

EC axial fans

- Material: ABS

— Description: Two-piece terminal box for
AC motors of size 068 or 074, terminal strip
with 4- or 7-pole.
Suitable for installation of capacitor with
10 pF max.

- Type of protection: IP 54

EC-SYSTEMS

20 50
64444-1-7612 068 (Tpoles) | 220 50 43
B4443-1-T612 074 (4 poles) 12145 105 55

12145 105

Technology

onlacts

~
LM



| Capacitors

Material: Housing made of thermoplastic resin
Connection line: Muiti-lead

PVC cable 0.5 mm* with brass lead tips
Approval: VDE according to DIN EN 60252
(VDE 0560/8)

Calculated life time:

400 V; -25 to +85°C; 30,000 hrs; class A
450 V; -25 to +85°C; 10,000 hrs; class B

02100-4-7320 1.0 yF 2528 580 2350
8A2A2-4-7320 1.5 gF 25-28 5A0 2350
99283-4-7320 20 uF 25-28 580 2350
02103-4-7320 25 pF 25-28 700 2350
68462-4-7320 3.0 uf 2528 T00 2350
99284-4-7320 4.0 yF 28-32 580 2350
n2101-4-7320 5.0 pF 30-36 700 2350
99285-4-7320 6.0 uF 30-36 700 2850
66788-4-7320 7.0 yF 30-36  72.0 100.0
99286-4-7320 8.0 pF 3540 720 2350
99287-4-T320 10,0 pF 35-40 F20  200.0
GGT8G-4-7320 12.0 yF 00 720 100.0
30457-4-7320 14.0 yF 40-45 820 150.0
50090-4-7320 16.0 pF 540 950 1000
90034-4-7320 20,0 yF 400 950 2350
00025-4-T320 25.0 pF 400 1200 2350

ebmpapst



General
information

Capacitors

e . c ; - Material: Plastic cap, aluminium cup
_10 b '-I - Designation: FPU or P2 according to
|
|

AC axial fans

IEC 252 (non-flammable, non-explosive,
circuit-breaking)

- Approval: VDE according to DIN EN 80252
(VDE 0560/8)

- Calculated life time:

AC axial

420V, -25 to +85°C; 30,000 hrs; class A

—%:J === 470V, -25 to +85°C; 10,000 hrs; class B

y L 500 V; -25 to +85°C; 3,000 hrs; class C

w
=
=

‘m

=
m

=

e}

- Pull-off protector: The housing expands
by max. 9 mm. The protector responds to
overload by the generated excess pressure
snapping off the internal lead in a predeter-
mined breaking point.

— Mounting: ¢ is the overall dimension of the =
capacitor which has to be taken into account e
when mounting the part. The capacitor =
design, however, depends on the manufac- 2
turer. The expansion (9 mm) is either added
to dimension b, or it is already integrated in
the capacitor.

E
=
2
B
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Speed setting device, 3-phase with 5 steps)
for wall assembly
- Technical features: Input for TOP

— Voltage steps: 3~ 400/ 280 / 230 / 180 / 140 VAC
— Type of protection: IP 20 (with vertical installation)

4~ 400 5000 20 a5
TCD D40-AADT -05 3~ 400 50060 40 139
3~ 400

s0/e0 T 197

=

(fo0co0coceo
(C0CC0UCQCcw

166
189

T

309

(P

384 ebmpapst



General
information

Speed setting device, single-phase (witn 5 steps)
for wall assembly

- Technical features: Input for TOP
= Voltage steps: 1~ 230/ 160 / 145 /130 / 105 VAC

= Type of protection: [P 40

AC axial fans

EC axial fans

EC-SYSTEMS

Technology

onlacts

ebmpapst 385
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Motor protection switch, 3-phase
for assembly inside a cabinet

- Technical features: Input for TOP

TPD 250-AB01 -0 3~ 400 5060 250 0.3 | Without awdiiary contactor
TPD 250-AB01 -02 3~ 400 5060 260 03 | With break contact
TPD 250-ABO1 -03 3~ 400  SO060 250 0.3 | With make contact

386 ebmpapst
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Motor protection switch, single-phase

£
g : g
s i 2 m_.|4|.mm
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TPE 100-AB01 -0

TPE 100-ABO1 -02
o

ebmpapst




Motor-protection switch, singie phase and three-phase
for wall assembly

- Technical features: Input for TOP
= Type of protection: IP 55

TPD 260-AA01 -01 3~ 400 5060 250 06 | Without auiliary contactor
TPD 250-AADT -02 3~ 400 500 250 06 | With broak contact
TPD 250-AAD1 -03 3~ 400 50060 250 OB | With make contacl
TPE 100-AADT -00 1- 230 50/80 100 0.6 | Without awiltary contactor
TPE 100-AAD1 -02 i~ 280 5060 10.0 .6 | With break contact
TPE 100-AAD1 -03 1~ 230 50/60 100 06 | With make contact
92 = Electr. connection, three-phase:
79 80 TR I A
SR L L
: {B-4-1-)
T * L] [ i

B
F
g7
§

388 ebmpapst
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For more information: www.moeller.net
For more information: www.moellerngt
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I Technology
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Technical parameters & scope

Impellers
Motors

Control technology
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