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–   Material: Guard grille: Steel, phosphated and coated in black plastic
Wall ring: Sheet steel, pre-galvanised and coated in black plastic
Blades: Plastic (PP)
Rotor: Coated in black

–   Number of blades:                 5
–   Direction of air flow:             "V"
–   Direction of rotation:             Counter-clockwise, seen on rotor
–   Type of protection:                IP 42
–   Insulation class:                    "B"
–   Mounting position:                Any
–   Condensate discharges:        None
–   Operation mode:                    Continuous operation (S1)
–   Bearings:                               Maintenance-free ball bearings
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Air performance measured as per: ISO 5801, Installation category A, with ebm-papst inlet nozzle without protection against
accidental contact. Suction-side noise levels: LWA as per ISO 13347, LpA measured at 1 m distance to fan axis. The acoustic
values given are only valid under the measurment conditions listed and may vary depending on the installation situation.
With any deviation to the standard setup, the specific values have to be checked and reviewed once installed or fitted!
For detailed information see http://www.ebmpapst.com/general conditions

Curve:

Nominal data

Type Motor

*1G  300 M1G 074-CF

Subject to alternations

            VDC        VDC       m3/h        rpm          W            A            Pa           °C

              24        16-28      2320       1830          80        3,80       100       -25..+60

              48        36-57      2345       1830          80        1,90       100       -25..+60

A

B*1G  300 M1G 074-CF

p. 258 / J5)

p. 258 / J5)

DC axial fans – HyBlade®

Ø 300 mm

max. 2345 m3/h
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Depth of screw max. 6 mm

– Technical features: See electrical connections p. 258
– EMC: Interference emission acc. to EN 55022 (Class B)

Interference immunity acc. to EN 61000-6-2 (industrial environment)
– Cable exit: lateral
– Product conforming

to standards: EN 60950-1
– Approvals: GOST, CSA C22.2 Nr. 77, UL 1004-1
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Connection line PVC AWG 20,
4 x lead tips crimped
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from p. 238

Electrical connections
from p. 258
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