EC centrifugal fan
backward curved, @ 133
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General

information

- Technical features: » Tach output

» Control input 0-10 VDC / PWM & |ocked-rotor protection

* Quiput 10 VDC max. 1.1 mA

EMC: Interference emission acc. to EN 61000-6-3
Interference immunity ace. to EN 61000-6-1
Harmonics acc. to DIN EN 61000-2-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1

Cable exit: Variable

= Protection class: |

Product conforming to standards: EN 60335-1, CE

Approvals: GOST; VDE, UL, CSA, CCC are applied for
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EC centrifugal fan
backward curved, @ 133
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General

information

- Technical features: » Tach output

» Control input 0-10 VDC / PWM & |ocked-rotor protection

* Quiput 10 VDC max. 1.1 mA

EMC: Interference emission acc. to EN 61000-6-3
Interference immunity ace. to EN 61000-6-1
Harmonics acc. to DIN EN 61000-2-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1

Cable exit: Variable

= Protection class: |

Product conforming to standards: EN 60335-1, CE

Approvals: GOST; VDE, UL, CSA, CCC are applied for
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Electronics enclosure: Die-cast aluminium

Rotor: Galvanised
= Number of blades: 7
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- Direction of rotation: Clockwise, seen on rolor
— Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Type of protection: P 44
- Insulation class: "B"

EC centrifugal fan
backward curved, @ 175

~ Mounting posttion: Any

- Condensate discharges: None

1.30 -25to +60
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Depth of screw
max. 6 mm

» Tach output
* Locked-rotor protection

09576-2-4013

Harmonics acc. to DIN EN 61000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1
= Cable exit: Variable

= Protection class: |

Interference immunity acc. to EN 61000-6-1

features:
* Control input 0-10 VDC / PWM

* Qutput 10 VDC max. 1.1 mA
= EMC: Interference emission acc. to EN 61000-6-3

Technical

- Approvals: GOST; VDE, UL, CSA, CCC are applied for

- Product conforming to standards: EN 503351, CE

R3G 175-AF25 -02
ebmpapst




EC centrifugal fan
backward curved, @ 175
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» Tach output
* Locked-rotor protection

Harmonics acc. to DIN EN 61000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1
= Cable exit: Variable

= Protection class: |

Interference immunity acc. to EN 61000-6-1

features:
* Control input 0-10 VDC / PWM

* Qutput 10 VDC max. 1.1 mA
= EMC: Interference emission acc. to EN 61000-6-3

Technical

= Approvals: VDE, UL, C3A, CCC, GOST are applied for

- Product conforming to standards: EN 503351, CE
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EC centrifugal fan

backward curved, @ 190

Material: Impeller: PA plastic 6.6, fibreglass-reinforced
Rator; Galvanised
Electronics enclosure: Die-cast aluminium
Number of blades: 7
Direction of rotation: Clockwise, seen on rotor
Type of protection: P 44
Insulation class: "B"
Mounting pasition: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Bearings: Maintenance-free ball bearings
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Depth of screw
max. 6 mm

» Tach output
* Locked-rotor protection

:
e
3

Harmonics acc. to DIN EN 61000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1
= Cable exit: Variable

= Protection class: |

Interference immunity acc. to EN 61000-6-1

features:
* Control input 0-10 VDC / PWM

* Qutput 10 VDC max. 1.1 mA
= EMC: Interference emission acc. to EN 61000-6-3

Technical

- Product conforming to standards: EN 60335-1, CE
— Approvals: VDE, UL, CSA, CCC, GOST are applied for
R3G 190-AB15 -02 m
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EC centrifugal fan
backward curved, @ 190
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Depth of screw
max. 6 mm

» Tach output
* Locked-rotor protection

:
e
3

Harmonics acc. to DIN EN 61000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1
= Cable exit: Variable

= Protection class: |

Interference immunity acc. to EN 61000-6-1

features:
* Control input 0-10 VDC / PWM

* Qutput 10 VDC max. 1.1 mA
= EMC: Interference emission acc. to EN 61000-6-3

Technical

- Product conforming to standards: EN 60335-1, CE
- Approvals: VDE, UL, CSA, CCC, GOST are applied for
R3G 190-AB23 -02 m
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EC centrifugal fan
backward curved, @ 190
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Electronics enclosure: Die-cast aluminium

Rotor: Galvanised

ebmpapst

= Mounting posithon: Shaft horizontal or rotor on top; rotor on bottom on request

- Condensate discharges: None
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- Direction of rotation: Clockwise, seen on rolor
— Mode of operation: Continuous operation (S1)
- Bearings: Maintenance-free ball bearings

- Type of protection: P 44

= Number of blades: 7
= Insulation class: "B"
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General

information

- Technical features: * Output 10 VDC max. 1.1 mA =
* PFC (passive) * Tach output Se
+ Control input 0-10 VDG / PWM * Over-temperature protected electronics / motor S
~ EMC: Interference emission acc. to EN 61000-6-3 ¥
Interference immunity ace. o EN 61000-6-1 ;&:ﬂ
Harmonics acc. to DIN EN 61000-3-2/3
- Leakae current: < 3.5 mA acc. to EN 60950-1
~ Cable exit: Variable

= Protection class: |
Product conforming to standards: EN B0335-1, EN 61800-5-1, EN 60950-1, CE
Approvals: UL, C3A, CCC, GOST are applied for
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R3G 190-AF60 -0 m 09576-2-4013

Depth of screw ma. 8 mm
(core removing hole prepared for self-tapping screw)
Depth of screw max. 6 mm
{cora removing hole prepared for seli-tapping screw)

EC cenfrifugal, back-
ward for clean rooms
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EC centrifugal fan
backward curved, @ 190
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General

information

- Technical features: * Output 10 VDC max. 1.1 mA =
* PFC (passive) * Tach output Se
+ Control input 0-10 VDG / PWM * Over-temperature protected electronics / motor S
~ EMC: Interference emission acc. to EN 61000-6-3 ¥
Interference immunity ace. o EN 61000-6-1 ;&:ﬂ
Harmonics acc. to DIN EN 61000-3-2/3
- Leakae current: < 3.5 mA acc. to EN 60950-1
~ Cable exit: Variable

= Protection class: |
Product conforming to standards: EN B0335-1, EN 61800-5-1, EN 60950-1, CE
Approvals: UL, CSA; CCC, GOST are applied for
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R3G 190-AF50 -0 m 09576-2-4013

Depth of screw ma. 8 mm
(core removing hole prepared for self-tapping screw)
Depth of screw max. 6 mm
{cora removing hole prepared for seli-tapping screw)

EC cenfrifugal, back-
ward for clean rooms
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EC centrifugal fan

backward curved, @ 220

Material: Impeller: PA plastic 6.6, fibreglass-reinforced
Rator; Galvanised
Electronics enclosure: Die-cast aluminium
Number of blades: 11
Direction of rotation: Clockwise, seen on rotor
Type of protection: P 44
Insulation class: "B"
Mounting pasition: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Bearings: Maintenance-free ball bearings
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General

information

~ Technical features: « Tach output

+ Control input 0-10 VDG / PWM » Locked-rotor protection

* Qutput 10 VDG max. 1.1 mA

EMC: Interference emission acc. to EN 61000-6-3
Interference immunity ace. to EN 61000-6-1
Harmonics acc. to DIN EN 61000-3-2/3

- Leakage current: < 3.5 mA acc. to EN 60950-1

Cable exit: Variabie

- Protection class: |

Product conforming to standards: EN 60335-1, CE

Approvals: VDE, UL, CSA, CCC, GOST are applied for
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EC centrifugal fan
backward curved, @ 220
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» Tach output
* Locked-rotor protection

Harmonics acc. to DIN EN 61000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1
= Cable exit: Variable

= Protection class: |

Interference immunity acc. to EN 61000-6-1

features:
* Control input 0-10 VDC / PWM

* Qutput 10 VDC max. 1.1 mA
= EMC: Interference emission acc. to EN 61000-6-3

Technical
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-yoeq '|efinyquad 93
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Depth of screw
max. 6 mm

- Product conforming to standards: EN 503351, CE

- Approvals: UL, C5A, CCC, GOST are applied for
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EC centrifugal fan
backward curved, @ 220
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General

information

- Technical features:

* PFL (passive)

» Control input 0-10 VDC / PWM

EMC: Interference emission acc. to EN 61000-6-3
Interference immunity ace. to EN 61000-6-1
Harmonics acc. to DIN EN 61000-2-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1

Cable exit: Variable

= Protection class: |

Product conforming to standards: EN B0335-1, EN 61800-5-1, EN 60950-1, CE

Approvals: UL, CSA, CCC, GOST are applied for

* Qutput 10 VDC max. 1.1 mA
* Tach output
& (ver-temperature protected electronics / motor
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Depth of screw ma. 8 mm
(core removing hole prepared for self-tapping screw)
Depth of screw max. 6 mm
{cora removing hole prepared for seli-tapping screw)

EC cenfrifugal, back-
ward for clean rooms
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EC centrifugal fan

backward curved, @ 220

Material: Impeller: PA plastic 6.6, fibreglass-reinforced
Rotor: Galvanised
Electronics enclosure; Die-cast aluminium
Number of blades: 11
Direction of rotation: Clockwise, seen on rotor
Type of protection: P 44
Insulation class: "B"
Mounting position: Shaft horizontal or rotor on top: rotor on bottom on request
Condensate discharges: None
Mode of operation: Continuous operation (51)
Bearings: Maintenance-free ball bearings
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General

information

- Technical features:

* PFL (passive)

* Conftrol input 0-10 VDG / PWM

EMC: Interference emission acc. to EN 61000-6-3
Imerference immunity ace. 1o EN 61000-6-1
Harmonics acc. to DIN EN 671000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1

Cable exit: Variahle

= Protection class: |

Product conforming to standards: EN B0335-1, EN 61800-5-1, EN 60450-1, CE

Approvals: UL, C5A; CCC, GOST are applied for

* Qutput 10 VDC max. 1.1 mA
* Tach output
& (ver-temperature protected electronics / motor
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Depth of screw ma. 8 mm
(core removing hole prepared for self-tapping screw)
Depth of screw max. 6 mm
{cora removing hole prepared for seli-tapping screw)

EC cenfrifugal, back-
ward for clean rooms

- 1075215 Depth of screw 8-10 mm B
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EC centrifugal fan

backward curved, @ 225

Material: Impeller: PA plastic 6.6, fibreglass-reinforced
Rotor: Galvanised
Electronics enclosure: Die-cast aluminium
Number of blades: 7
Direction of rotation: Clockwise, seen on rolor
Type of protection: P 44
Insulation class: "8"
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (S1)
Bearings: Maintenance-free ball bearings
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» Tach output
* Locked-rotor protection

Harmonics acc. to DIN EN 61000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1
= Cable exit: Variable

= Protection class: |

Interference immunity acc. to EN 61000-6-1

features:
* Control input 0-10 VDC / PWM

* Qutput 10 VDC max. 1.1 mA
= EMC: Interference emission acc. to EN 61000-6-3

Technical
— Product conforming to standards: EN 60335-1, CE
- Approvals: UL, C5A, CCC, GOST are applied for

Depth of screw

max. 6 mm

p. 601
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EC centrifugal fan

backward curved, @ 225

Material: Impeller: PA plastic 6.6, fibreglass-reinforced
Rotor: Galvanised
Electronics enclosure; Die-cast aluminium
Number of blades: 7
Direction of rotation: Clockwise, seen on rotor
Type of protection: P 44
Insulation class: "B"
Mounting position: Shaft horizontal or rotor on top; rotor on bottom on request
Condensate discharges: None
Mode of operation: Continuous operation (51)
Bearings: Maintenance-free ball bearings
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General

information

- Technical features: * Output 10 VDC max. 1.1 mA =
* PFC (passive) * Tach output Se
+ Control input 0-10 VDG / PWM * Over-temperature protected electronics / motor S
~ EMC: Interference emission acc. to EN 61000-6-3 ¥
Interference immunity ace. o EN 61000-6-1 ;&:ﬂ

Harmonics acc. to DIN EN 61000-3-2/3
= Leakage current: < 3.5 mA acc. to EN 60950-1
Cable exit: Variable
= Protection class: |
Product conforming to standards: EN B0335-1, EN 61800-5-1, EN 60950-1, CE
Approvals: UL, C5A, CCC, GOST are applied for
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EC centrifugal fan
backward curved, @ 225
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General

information

- Technical features: * Output 10 VDC max. 1.1 mA =
* PFC (passive) * Tach output Se
+ Control input 0-10 VDG / PWM * Over-temperature protected electronics / motor S
~ EMC: Interference emission acc. to EN 61000-6-3 ¥
Interference immunity ace. o EN 61000-6-1 ;&:ﬂ

Harmonics acc. to DIN EN 671000-3-2/3
= Leakage current: < 3.5 mA acc. to EN 60950-1
Cable exit: Variahle
= Protection class: |
Product conforming to standards: EN B0335-1, EN 61800-5-1, EN 60450-1, CE
Approvals: UL, C5A; CCC, GOST are applied for
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EC centrifugal fan

backward curved, @ 250

Material: Impeller: PA plastic 6.6, fibreglass-reinforced
Rotor: Galvanised
Electronics enclosure; Dig-cast aluminium
Number of blades: 7
Direction of rotation: Clockwise, seen on rolor
Type of protection: [ 44
Insulation class: "8"
Mounting position: Shaft horizontal or rotor on top; rotor on bottom on request
Condensate discharges: None
Mode of operation: Continuous operation (51)
Bearings: Maintenance-free ball bearings
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General

information

- Technical features: » Qutput 10 VDC max. 1.1 mA
* PFC (passive)  Tach output
* Control input 0-10 VDC / PWM s Dver-temperature protected electronics / motor

= EMC: Interference emission acc. to EN 61000-6-3
Interference immunity ace. to EN 61000-6-1
Harmonics acc. to DIN EN 61000-2-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1

= Cable exit: Variable

= Protection class: |

- Product conforming to standards: EN B0335-1, EN 61800-5-1, EN 60950-1, CE

- Approvals: UL, C5A, CCC, GOST are applied for
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EC centrifugal fan
backward curved, @ 250
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General

information

- Technical features: » Qutput 10 VDC max. 1.1 mA
* PFC (passive)  Tach output
* Control input 0-10 VDC / PWM s Dver-temperature protected electronics / motor

- EMC: Interference emission acc. to EN 61000-6-3
Imerference immunity ace. 1o EN 61000-6-1
Harmonics acc. to DIN EN 671000-3-2/3

= Leakage current: < 3.5 mA acc. to EN 60950-1

= Cable exit: Variable

= Protection class: |

— Product conforming to standards: EN 50335-1, EN 61800-5-1, EN 60950-1, CE

= Approvals: UL, CSA; CCC, GOST are applied for
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