EC centrifugal blowers
dual inlet, @ 133

- Material: Housing: Galvanised sheet steel
Impeller: Galvanised sheet steel
Rator: Coated in black

- Direction of rotation: Clockwise, seen on rotor

- Type of protection: |P* 42

- Insulation class: "B"

— Mounting position: Any

— Condensate discharges: None

— Mode of operation: Continuous operation (51)

— Design: Standard external-rotor motor anti-vibration mounted on both sides

— Bearings: Maintenance-free ball bearings
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» Tach output
* Reverse polarity and locked-rotor protection

features:
Interference immunity acc. to EN 61000-6-2
- Cable exit: Variable

= Protection class: |

 Control input 0-10 VDG / PWM

Technical
= EMC: Interference emission acc. to EN 61000-6-3

= Approvals: UL, CSA; (& (48 VDC) with CCC

~ Product conforming to standard: EN 60950-1
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EC centrifugal blowers
dual inlet, @ 133

- Material: Housing: Galvanised sheet steel
Impeller: Galvanised sheet steel
Rator: Coated in black

- Direction of rotation: Clockwise, seen on rotor

- Type of protection: |P* 42

- Insulation class: "B"

— Mounting position: Any

— Condensate discharges: None

— Mode of operation: Continuous operation (51)

— Design: Standard external-rotor motor anti-vibration mounted on both sides

— Bearings: Maintenance-free ball bearings
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- Cable exit: Variable
- Protection class: |
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EC centrifugal blowers
dual inlet, @ 146

- Material: Housing: Galvanised sheet steel
Impeller: Galvanised sheet steel
Rator: Coated in black

- Direction of rotation: Clockwise, seen on rotor

- Type of protection: |P* 42

- Insulation class: "B"

— Mounting position: Any

— Condensate discharges: None

— Mode of operation: Continuous operation (51)

— Design: Standard external-rotor motor anti-vibration mounted on both sides

— Bearings: Maintenance-free ball bearings
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- Cable exit: Variable
- Protection class: |
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EC centrifugal blowers
dual inlet, @ 160

Material: Housing: Galvanised sheet steel

Impeller: Galvanised sheet steel

Raotor: Coated in black
Direction of rotation: Counter-clockwisa, seen on rotor
Type of protection: IP 42
Insulation class: "B"
Mounting position: Any
Condensate discharges: None
Mode of operation: Continuous operation (51)
Design: Standard external-rotor motor anti-vibration mounted on both sides
Bearings: Maintenance-free ball bearings
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* Reverse polarity and locked-rotor protection
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